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WARRANTY 

By agreement with the manufacturer, the dealer is obligated to maintain 

the motor home prior to retail sale, to perform a detailed predelivery 
inspection and to repair or replace any parts necessary to correct 
defects in material or workmanship. 

If the dealer is unable or unwilling to resolve a problem which the 

owner is convinced is covered by the warranty, he should contact the 
manufacturing plant at the address listed on the next page and provide 
the manufacturer with a descriptionjn writing of the problem and 

attempts made to resolve it. 

Upon receipt of notice of a claim, where the dealer was unable or 

unwilling to resolve the problem, the mannfacturing plant will repair or 
replace any parts necessary to correct defects in material or workman
ship or will take other appropriate action as may be required. 

If the representatives of the manufacturing plant are unable to resolve 
the problem and the owner is convinced that it is covered by this war

ranty, the owner should call the toll-free number listed on the next page 
to describe the problem and the attempts made to resolve it. 

DEALER'S 

OBLIGATIONS 

WHEN THE 

DEALER DOES 

NOT RESOLVE 

THE PROBLEM 

MANUFACTURING 

PLANT 

OBLIGATIONS 

WHEN THE 

MANUFACTURING 

PLANT 

DOES NOT 

RESOLVE THE 

PROBLEM 
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LIMITED ONE"'YEAR/THREE"'YEAR WARRANTY 

For Motor Homes Manufactured by subsidiaries of Fleetwood Enterprises, Inc., 
sold in the United States and Canada 

Your new motor home, including the structure, plumbing, heating and 
electrical systems, and all appliances and equipment installed by the 

manufacturer, is warranted under normal use to be free from manufac
turing defects in material or workmanship. 

The warranty extends to the first retail purchaser and his transferee(s) 

and begins on the date of original retail delivery or the date the motor 
home is first placed into service as a rental, commercial or demonstra
tor unit (which ever occurs first). The warranty extends for the follow

ing periods: 

1. For all defects (other than structural) the warranty extends for a 
period of one year from such date or until the unit has received 

15,000 total miles of use as determined by the mileage shown on 
the odometer (which ever occurs first). 

2. For structural defects, three years; structural defects are limited to 

the fallowing: roof structure, sub-floor structure, exterior walls, 
interior walls and ceilings. 

Written notice of defects must be given to the selling dealer or manu
facturer not later than ten (10) days after the expiration of the warranty 

period. 

The owner is responsible for normal maintenance as described in the 
Owner's Manual; howeveJ; minor adjustments (such as adjustments to 

the interior or exterior doors, LP regulator pressure, cabinet latches, TV 
antenna control, etc.) will be performed by the dealer during the first 90 
days of warranty coverage. Thereafter, such adjustments are the 

responsibility of the owner as normal maintenance unless required as a 
direct result of repair or replacement of a defective part under this 
warranty. 

If a problem occurs which the owner believes is covered by this war

ranty, the owner shall contact the selling dealer, or other authorized 
dealer, giving him sufficient information to resolve the matter. The 

owner shall deliver the motor home to the dealer or manufacturing plant 
location for warranty service. 

DisCOVERY - CopyniqHT 1997, flEETWood ENTERpnisES, INC. All niqHTs nESERVEd. 

COVERAGE 

PROVIDED 

OWNER'S 

OBlIGA.TlONS 



This warranty does not covel': 

1. The automotive system (including the chassis and drive train), 
tires and hatteries, which are covered by the separate warranties 
of the respective manufacturers of these components. 

2. Defects caused by or related to: 

a. Abuse, misuse, negligence, or accident; 

b. Failure to comply with instructions contained in the Owner's 
Manual; 

c. Alteration or modification of the motor home; 

d. Environmental conditions (salt, hail, chemicals in the atmo
sphere, etc.) 

3. Normal deterioration due to wear or exposure, such as fading of 
fabrics or drapes, carpet wear, etc. 

4. Normal maintenance and service items, such as light bulbs, 
fuses, wiper blades, lubricants, etc. 

5. Motor homes on which the odometer reading has been altered. 

6. Transportation to and from dealer or manufacturing plant 
location, loss of time, inconvenience, commercial loss, loss of 
use, towing charges, bus fares, vehicle rental, incidental charges 
such as telephone call or hotel bills, or other incidental or 
consequential damages. 

Some states do not allow the exclusion or limitation of incidental 
or consequential damages, so the above limitation or exclusion 
may not apply to you. 

This warranty gives you specific legal rights, and you may also have 
other rights which vary from state to state. 

The manufacturer is not responsible for any undertaking, represen
tation or warranty made by any dealer or other person beyond 
those expressly set forth in this warranty. 

Brand Name: 

Model: 

Serial No.: ______________ _ 

Fleetwood Parts & Service 
PO Box 5700 
Riverside, CA 92507 
(800) 322-8216 

Fleetwood Parts & Service 
PO Box 1007 
Decatur, IN 46733 
(800) 322-8216 
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WARRANTY 

WHAT Is NOT 

COVERED By 
THE EXPRESS 

WA.RRA.NTY 



The particle board, hardwood plywood, or paneling used in your 
motor home are made with urea-formaldehyde. The companies that 
supply us with these materials have asked that we tell you about 
urea-formaldehyde with the statements on this page. 

IMPORTANT 

NOTICES 

AI WARNING 
This product is manufac
tured with urea-formalde
hyde resin. Formaldehyde 
vapor may in some people 
cause headaches, eye, nose 
and throat irritation, and ag
gravation of allergies and 
respiratory problems, such 
as asthma. Proper ventila
tion should reduce the risk 
of such problems. 

Champion International 
Corporation 

WARNING 

This motor home contains 
components containing or 
manufactured with 1,1,1 
Trichloroethane, a sub
stance that may be harmful 
to the public health and en
vironment by destroying 
ozone in the upper atmo
sphere. 

WARNING 
This product is manufac
tured with a urea-formalde
hyde resin and will release 
small quantities of formal
dehyde. Formaldehyde lev
els in the indoor air can 
cause tem porary eye and 
respiratory irritation, and 
may aggravate respiratory 
conditions or allergies. 
Ventilation will reduce in
door formaldehyde levels. 

Weyerhauser Corporation 

WARNING 
Irritant:This product contains 

Ventilation is important for making the interior 
of your motor home comfortable. Please read 
the section about ventilation and prolonged 
occupancy in the Living With Your Motor 
Home chapter in this Owner's Manual. 

. a urea-formaldehyde resin 
and may release formalde
hyde vapors in low concen
trations. Formaldehyde can 
be irritating to the eyes and 
upper respiratory system of 
especially susceptible per
sons such as those with al
lergies or respiratory ail
ments. Use with adequate 
ventilation. If symptoms de
velop, consult your physi
cian. 

Georgia-Pacific Corporation 
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We are required to tell you consumer information provided by 
the National Fire Prevention Association (NFPA) and the 
American National Standards Institute (ANSI). The informa
tion and warnings found on these pages may also be found in 
other chapters of this Owner's Manual. Please see the LP Gas 
System and Appliances chapters for other safety and operat
ing information. 

~I WARNING 

SAFETY REGULATIONS 

REGARDING 

lP CAS SYSTEMS AND 

lP CAS ApPLIANCES 

Do not bring or store LP gas containers, gasoline or other flammable 
liquids inside the vehicle because a fire or explosion may result. 

A warning label has been located near the LP gas container. This label 
reads: DO NOT FILL CONTAINER(S) TO MORE THAN aO-PERCENT OF 
CAPACITY. 

Overfilling the LP gas container can result in uncontrolled gas flow which 
can cause fire or explosion. A properly filled container will contain ap
proximately ao- percent of its volume as liquid LPgas. 

The following label has been placed in the vehicle near the range: 

IFYOU SMELL GAS: 
1. Extinguish any open flames, pilot lights, and all smoking materials. 
2. Do not touch electrical switches. 
3. Shut off the gas supply at the tank valve(s) or gas supply connection. 
4. Open doors and other ventilation openings. 
5. Leave the area. until the odor clears. 
6. Have the gas system checked and leakage source corrected before 

using again. 

LP gas regulators must always be installed with the diaphragm vent fac
ing downward. Regulators that are not in compartments have been 
equipped with a protective cover. Make sure that regulator vent faces 
downward and the cover is kept in place to minimize vent blockage which 
could result in excessive gas pressure causing fire explosion. 
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WARNING 
It is not safe to use cooking appliances 
for comfort heating. Cooking appli
ances need fresh air for safe operation. 

Before operation: 

1. Open overhead vent or turn on ex
haustfan, and 

2. Open window. 

This warning label has been located in 
the cooking area to remind you to pro
vide an adequate supply of fresh air for 
combustion. Unlike homes, the amount 
of oxygen supply is limited due to the 
size of the recreational vehicle, and 
proper ventilation when using the 
cooking appliance(s) will avoid dan
gers of asphyxiation. It is especially im
portant that cooking appliances not be 
used for comfort heating as the dan
ger of asphyxiation is greater when the 
appliance is used for long periods of 
time. 

AI 

SAFETY REGULATIONS 

REGARDING 

LP GAS SYSTEMS AND 

LP GAS ApPLIANCES 

WARNING 

Portable fuel-burning equip
ment, including wood and 
charcoal grills and stoves, 
shall not be used inside this 
recreational vehicle. The use 
of this equipment inside the 
recreational vehicle may 
cause fires or asphyxiation. 

WARNING 

LP gas containers shall not 
be placed or stored inside 
the vehicle. LP gas contain
ers are equipped with safety 
devices which relieve ex
cessive pressure by dis
charging gas to the atmo
sphere. 
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INTRODUCTION 

Welcome to the recreational vehicle life-style and the growing 
family of motor home owners. We sincerely thank you for 
choosing a Fleetwood motor home! 

Your motor home has been designed to provide you with 
years of carefree, pleasant traveling and vacationing. Your 
motor home conforms with, or exceeds, the American 
National Standards Institute AI19.2, CSA Standard 2-240 
(units built for Canada), applicable Federal or Canadian 
Motor Vehicle Safety Standards and applicable Environmental 
Protection Agency and California Air Resources Board regu
lations. These standards establish the plumbing, heating, 
electrical and other requirements for quality and safety. The 
seal attached just outside the entry door indicates compliance 
with ANSI or CSA standards. 

Like all finely crafted equipment, your motor home will 
require care and regular maintenance in order to deliver 
maximum value and performance. The dealer will give you 
basic operating and maintenance instructions; however, 
supplement this by reading all instructional material furnished 
with the motor home in the Owner's Information Package and 
Chassis Operator's Manual. This information outlines impor
tant areas of maintenance and provides a maintenance sched
ule for you to follow for safe, trouble free service from your 
motor home. Study these instructions carefully before you 
operate the motor home for the first time. A good working 
knowledge of your motor home and how to care for it will 
help you enjoy many miles and years of recreational living. 
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NOTE 
This manual describes 
many features of your 
motor home and in· 
cludes instructions for its 
use. This manual, includ· 
ing photographs and il
lustrations, is of a gen
eral nature only. Some 
equipment and features 
described or shown in 
this manual may be op
tional. Because of the 
continuous program of 
product improvement 
conducted by Fleetwood, 
it is possible that recent 
product changes may 
not be included. The in
structions included in this 
manual are intended as 
a guide, and in no way 
extend the responsibili· 
ties of the manufacturing 
subsidiary, parent com
pany or affiliates beyond 
the standard written war· 
ranty as presented in this 
manual. 



INTROduCTioN 

In this manual, statements preceded by the following words 
are of special significance: 

AI WARNING I 
means that there is the possibility of personal injury to your
self and others. 

AI CAUTION I 
means that there is the possibility of damage to the vehicle. 

.II NOTE 
indicates points of particular interest for more efficient and 
convenient operation. 

Please pay close attention to these statements while you read 
this manual. 

If you have any questions regarding operation, maintenance, 
or service, please contact your dealer immediately so he can 
assist you. Your dealer's Service or Sales Department will 

. handle any normal problems wl].ich might occur. 

Your motor home is covered by one of the most comprehen
sive warranty programs in the RV industry. Please refer to the 
warranty in the front of this manual. It explains your rights 
and obligations, as well as the rights and obligations of the 
dealer and manufacturer. Please read this section carefully. 
You will be better informed in case you have a warranty
related problem, and your dealer will be better able to get you 
on the road again. If you have any questions about the war
ranty or what it does or does not cover, please contact your 
dealer. 

.lL NOTE 
This product is designed 
for recreational use and 
short term occupancy 
only. It is not designed or 
intended to be used as 
permanent housing. Use 
of this product for long 
term or permanent occu
pancy may lead to pre
mature deterioration of 
interior finishes, fabrics, 
carpeting, drapes, and 
appliances and fixtures. 
Damage or deterioration 
due to long term occu
pancy is not considered 
normal, and will under 
the terms of the warranty 
constitute misuse, abuse, 
or neglect, thereby reduc
ing your warranty protec
tion. Before considering 
this motor home for long 
term occupancy consult 
the relevant sections in 
this manual. 

WARRANTiES 
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The materials in your Owner's Information Package contain 
warranty information and operating instructions on the vari-
0us appliances and components in your motor home. War
ranty registration cards for these items should be filled out and 
mailed as soon as possible after you take delivery of your 
motor home. If you do not have operating instructions for a 
particular appliance, contact your dealer. 

You will automatically receive an Ownercare Card approxi
mately 3-4 weeks after delivery of your new motor home. 
This plastic card is imprinted with your name, the motor home 
serial number, and manufacturing subsidiary location, If your 
motor home ever needs warranty service, present this card to 
the dealer. 

The motor home has been thoroughly inspected before ship
ment. Your dealer is responsible for performing a complete 
predelivery inspection of the chassis and all motor home 
components as specified in the predelivery checklists supplied 
by the motor home and chassis manufacturers. You should 
receive a copy of these completed checklists from your dealer 
when your motor home is delivered to you. 

As a part of the predelivery inspection procedure, the dealer is 
responsible for road testing the motor home, noting and 
correcting any steering problems before delivery. 

Fleetwood and its subsidiaries will not be responsible for 
front end alignment after this predelivery inspection is done. 

You should return your motor home to the selling dealer for 
warranty service. If this is not possible, you may contact any 
other authorized Fleetwood motor home dealer. The service 
department at any of the locations listed at the back of this 
manual can help you find a dealer in your area. 
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INTROduCTioN 

If a problem is not handled to your satisfaction: 

1. Discuss any warranty-related problems directly with the 
manager and/or owner of the dealership, giving them an 
opportunity to help the service department resolve the matter 
for you. 

2. If a problem arises that has not been resolved to your satis
faction by your local dealer, contact the manufacturing 
subsidiary service center. The locations are listed in this 
manual. Please contact the one nearest you. 

3. We sincerely believe that your dealer and the factory repre
sentative will be able to solve any problem which might arise. 
If their combined efforts are not satisfactory, please send a 
letter describing the circumstances to: 

Fleetwood Enterprises, Inc. 
Motor Home Division - Service PO Box 7638 

Riverside, CA 92513-7638 

Please include the brand name and serial number of your 
motor home. The serial number is located on the identifica
tion tag next to the entry door. 

4. If you wish to call for assistance, please use this toll-free 
telephone number: 

(800) 322-8216 

There may be times when your motor home will need repairs 
or parts while you are on the road. If your motor home is 
repaired by a non-authorized repair facility (non-Fleetwood 
dealer), be sure to save receipts and especially any parts that 
are replaced. These parts will usually have to be returned to 
your dealer before you can be reimbursed for their cost. 
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If you ueed service or walTanty information, please see the 
booklets and other documents included in your Owner's 
Information Package. When contacting any of the equipment 
manufacturers, always have the model and serial numbers 
available. Appliance identification numbers will be found on 
tags or plates attached to the appliance. Chassis component 
(engine, transmission, axles, etc.) identification numbers will 
be located in the manuals included with your motor home. 

If you need service or warranty information, the following 
phone numbers may be helpful: 

Engine (Cummins) (800) 343-7357 

Transmission (Allison) (800) 252-5283 

Chassis (Freightliner Custom 
Chassis Service) 1 (414) 235-1726 
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INTROduCTioN 

If you believe that your vehicle has a defect which could 
cause a crash or could cause injury or death, you should 
immediately inform the National Highway Traffic Safety 
Administration (NHTSA), in addition to notifying Fleetwood 
Enterprises' Consumer Affairs Department. 

If NHTSA receives similar complaints, it may open an investi
gation, and if it finds that a safety defect exists in a group of 
vehicles, it may order a recall and remedy campaign. How
ever, NHTSA cannot become involved in individual problems 
between you, your dealer or Fleetwood's manufacturing 
subsidiary. 

To contact NHTSA, you may either call the Auto Safety Hot
line toll-free at 1-800-424-9393 (or 202-366-0123 in Wash
ington, D.C.) or write to: 

NHTSA 
U.S. Department of Transportation 

Washington, DC 20590 

You can also obtain other information about motor vehicle 
safety from the Hotline. 

This package contains important documents about your motor 
home and its equipment and systems. This Owner's Manual is 
in the package. Since this manual does not cover every pos
sible detail of equipment and options installed on or in your 
motor home, there are booklets and instructional material in 
the package that will help you safely operate, maintain and 
troubleshoot those items. Be sure you read all this information 
and understand the safety and operating instructions included 
in the package. Additionally, you must follow all maintenance 
instructions to insure full warranty coverage. If you ever 
decide to sell or trade your motor home, be sure the new 
owner gets all the material in this package. 

REPORTiNG 
SAfETY 

DEfECTS 

OWNER'S 
INfoRMATioN 

PAd(AGE 
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INTROd(JCTioN 

Several numbers are used to identify the vehicle and compo
nents used on the vehicle. 

The V.I.N. or Vehicle Identification Number is the legal 
identification of the completed vehicle and is the number on 
the vehicle registration. The V.I.N. is found on the Federal 
certification tag attached to the interior left sidewall of the 
motor home driver compartment and left side top of the dash. 
Refer to this information when ordering parts from the chassis 
manufacturer or chassis dealer service center. 

CItAssis 
ANd 

VElticLE 
Id ENyificAyiON 

The Fleetwood Identification Number (F.I.N.) is located on 
the tag just outside the main entry door or on the outside left 
front side of the motor home. Use this number when ordering 
parts through your Fleetwood dealer or Service Center. 

FEDERAL CERTIFICATION TAG 
MFG BY: V.I.N. (Vehicle Identification No.) 

DATE OF MFR: 
INCOMPLETE VEHICLE MFG. BY: ,-~ VEHICLE IDENTIFICATION NUMBER 

DATE OF INC. VEH. MFR: @ 
GVWR: KGS ( LBS) BAR CODE 

GAWR FRONT: KGS ( LBS) 

@ 

WITH: RIMS This tag is located on the left top of the instrument panel. 
TIRES AT: KPA COLD SINGLE 

( PSI) 

GAWR INTERMEDIATE: KGS ( LBS) 
WITH: RIMS 

TIRES AT: KPA COLD DUAL 
( PSI) 

GAWR REAR: KGS ( LBS) 
WITH: RIMS 

TIRES AT: KPA COLD SINGLE 
( PSI) 

GAWR COMBINED 
INTERMEDIATE 
AND REAR: KGS ( LBS) 

This vehicle conforms to all applicable U.S. Federal Motor 
Vehicle Safety Standards in effect on: 
V.I.N. 

TYPE VEHICLE: MULTI·PURPOSE PASSENGER VEHICLE 

The tires on this unit may be different from those 
sha:wn above. Check tire sidewalls for maximum inflation 
pressure. 
Replacement tires must be rated no less than the axle 
capacity (GAWR). W15·0002 

This tag is located in the left interior sidewall 
of the motor home driver compartment. 

Fl.EErWCXJD. 
MOTOR HOMES 

OF INC. 
PLAN APPROVAL NO. 

r- F.I.N. 
MFD.ID. NO. MODEL 
DATE OF MFA. MO: YR: 

This tag is located on the left of the main 
entry door or on the exterior left front 
side of the motor home. 

'-- F.I.N. (Fleetwood Identification No.) 
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DRivER'S CONTROls 
DRivER'S CONTROLs ................................................. 02,1 

ExTERioR ElEvATioNS ............................................... 02A 
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DRivER'S CONTROls 

2 

8 

~ __ --tT_3 

4 

1. Mirror Remote Controls 

2. Transmission Shifter Controls 

3. Mirror Heat Control Switch 

4. Leveling System Indicator 

5. Leveling System Level Indicator 

6. Leveling System Control Panel 

7. Hot/Cold Cup Switch 

8. 2-Speed Fan Switch 
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DRivER'S CONTROls 
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1. AlC Outlet 

2. Instrument Cluster - (Consult Chassis Operator's Alanual) 

3. Hood light switch 

4. AlC Outlet 

5. Luggage Compartment Light Switch 

6. Generator Hour Meter 

7. Back up Monitor 

8. Radio/Cassette Player 

9. Cigarette Lighter 

10. Cab Heater/AlC Controls - (Driver/cockpit area only) 

Temperature Control Lever - Adjusts the temperature 'of the air com
ing out of the outlets. Move the lever to the left for cooler, and the right 
for warmer. 

Fan Speed Switch - Turns the fan ON and OFF, and adjusts the fan 
speed. 

Air Intake Button (RECIRC)- Selects the source of the air being 
warmed or cooled. When the button is pressed (RECIRC), interior air is 
recirculated through the system. When the button is out, air from out
side the vehicle is drawn through the system. Nonnally, set the button 
out to circulate fresh air from outside. The RECIRC mode may be used 
when you desire faster cooling or heating, or if outside air is unusually 
dusty or odorous. 

Air Flow Control Buttons - Directs the air to the desired outlets. 

VENT-When this button is pushed, either warmed or cooled air comes 
out of the adjustable dash mounted outlets. 

BIL - Bi-Ievel. Air comes out of both the dash and floor outlets. 

FLOOR - Air comes out of the floor outlets, with some air directed to 
the windshield to prevent fogging. 

DEF-Air comes out of the windshield outlets to defrost the wind
shield. Set the fan switch to HI and the temperature lever to the far right 
for maximum defrosting. 

Air Conditioning (AlC) On-Off Button-Turns air conditioning com
pressor on and off. When air c;onditioning is desired, press this button 
in and set the fan switch to any position except OFF. 

AlC Indicator Light-This will light when the AlC button is on. In the 
~efrost (DEF) mode, the compressor will come on whether or not the 
AlC ON-OFF button is on. This helps to reduce the moisture in the air 
going to the defroster outlets. 

11. Generator Start Switch 

12. Ignition Switch 

13. Parking Brake Control 

14. Headlight Switch 

15. Windshield WiperlWasher 

2-Speed Windshield WiperlWasher wise for wiper action. 

OFF-No wiper action . 

1 st notch-Wiper delay ON. Turn outer mob clockwise for longer delay 
between wiper strokes. 

2nd notch-Slow wiping action. 3rd notch-Fast wiping action. 

To WASH-Press inner mob, then release. One press of the washer 
knob cycles wipers once. The washer nozzles are located on the wiper 
arms close to the wiper blades and move with the blades to provide 
continuous washer coverage. 

16. Auxiliary Start Switch 

The Auxiliary Start System allows you to use the coach battery to start 
the motor home engine if the chassis battery is discharged. 

To use the- system, push and hold the button and tum the ignition key 
to start the engine. Release the button and key switch when the engine 
starts. 

If both the chassis and coach batteries are dead, the engine will not 
crank. Sufficient cranking charge may be restored to the coach bat
teries by plugging in to an external 120-voltAC electrical source or by 
running the generator. 

The Auxiliary Start System has no effect on the vehicle except to aid in 
starting the motor home engine. If the vehicle alternator is operating 
properly, the batteries will be recharged while driving (see "Electrical 
System" chapter). 

Note: If extended nonnal driving does not recharge the batteries, see an 
authorized Fleetwood motor home service center. 

17. Fog Lamp Switch 

18. Air Dump Control 

19. Exhaust Brake Control 
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EXTERioR ELEVATioNS 
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18 17 18 22 23 

1. Radio antenna 13. Fuel fill 

2. Waterfill (gravity) 14. Heater outlets 

3. Solar panel 15. Inverter 

4. Refrigerator vent 16. Batteries (house & engine) 

5. Engine access 17. Generator access 

6. External power cord ("shore cord") 18. Fog lights 

7. Utility compartment (city water) 19. Rear view camera 

8. LPG tank 20. Engine air intake 

9. Air conditioner 21. Holding tank drains 

10. Water heater 22. Trailer hitch receiver 

11. TV antenna 23. Trailer light connector 

12. Storage compartment 24. Roof access ladder 
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ON THE ROAD 

As the operator of this motor home, you bear the sole responsibil
ity for proper, safe loading. This section will guide you through 
the steps necessary to properly and safely load your vehicle. 

Before discussing loading and weighing, we need to explain 
some common weight terms. We'll use abbreviations in our 
discussion. These terms are: 

GVWR (Gross Vehicle Weight Rating) 
means the maximum permissible weight of this motor 
home. The GVWR is equal to or greater than the sum of 
the Unloaded Vehicle Weight plus the Net Carrying 
Capacity. 

GAWR (Gross Axle Weight Rating) 
means the maximum weight a specific axle is designed to 
carry. Motor homes equipped with tag axles are limited 
to the maximum weight listed for the combination of the 
intermediate and rear axles. This weight is less than the 
total GAWR of the individual axles. 

GCWR (Gross Combined Weight Rating) 
means the value specified by the motor home manufac
turer as the maximum allowable loaded weight of this 
motor home with its towed trailer or towed vehicle. 

GTW (Gross Towed Weight) 
means the maximum permissible loaded weight of a 
trailer or car that this motor home has been designed to 
tow. This cannot be increased by changing the trailer 
hitch. 

TW (Tongue Weight) 
means the downward force exerted on the hitch ball by 
the towed vehicle coupler. 

MOTOR HOME 

LOAdiNG 
RESPONSibiliTY fOR 

PROPER LOAdiNG 

SOME DEfiNirioNS 
FiRST 

Discovmy - CopYRiqHr 1997, FLEETWood ENTmpRisES, INC. All RiqHrs RESEIIVEd. 



UVW (Unloaded Vehicle Weight) 
means the weight of this motor home as built at the 
factory with full fuel, engine oil and coolants. The 
UVW does not include cargo, fresh water, LP gas, 
occupants, or dealer installed accessories. 

NCC (Net Carrying Capacity) 
means the maximum weight of all occupants including 
the driver, personal belongings, food, fresh water, LP 
gas, tools, tongue weight of towed vehicle, dealer 
installed accessories, etc., that can be carried by this 
motor home. NCC is equal to or less than GVWR 
minusUVW. 

You must consider other important weight factors if you 
expect to pull a trailer, tow dolly, or another vehicle behind 
your motor home. These factors have limitations just like 
the weight factors above. These factors are: 

» GCWR - Gross Combined Weight Rating 

» GTW - Gross Towed Weight 

), TW - Maximum Tongue Weight 

» GAWR - Rear Gross Axle Weight Rating-Rear axles 
or axles (if equipped with tag axles) 

The ratings for these factors are all listed on the carrying 
capacity tag usually posted on the inside of the wardrobe 
door. 

TowiNG A 

VEHiclE OR 

TRAilER 
(liTo WED LOAD") 

./1 NOTE 
Some states and prov
inces require brakes and 
safety chains on towed 
vehicles. Federal and 
state regulations and 
requirements govern
ing towing vary widely. 
Consult the proper au
thorities in the states or 
provinces through which 
you will be traveling. 
Be sure any connectors 
and wiring are compat
ible with your motor 
home and the systems 
you anticipate using. 
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If you expect to pull a vehicle with your motor home, there 
are additional guidelines that you must follow: 

» Do not use a load equalizing hitch. It could cause struc
tural damage to the motor home frame components. 

» Limit the tongue weight of the trailer or towing device to 
the Maximum Towed Weight as listed on the ratings tag. 
Heavier tongue weights can damage your motor home 
frame and body, cause unstable driving and handling 
characteristics, and will restrict your coverage under the 
Ownercare Warranty. 

» Consult the Chassis Operator's Manual, state and local 
codes for the maximum unbraked vehicle weight. If your 
towed vehicle exceeds the listed weight, then the towed 
vehicle will need its own operational brakes. 

» Do not tow a vehicle weighing more than the GTW listed 
on the wardrobe door tag. Heavier towed loads can 
cause braking problems, damage the motor home, cause 
unstable driving or handling characteristics, and restrict 
your coverage under the Ownercare Warranty. Changing 
the hitch receiver will not increase the tow capacity of 
the motor home. 

The way your motor home handles will be affected by the 
way the towed unit is loaded. If the tongue weight is too light 
in relation to the weight of the loaded tow vehicle or trailer, 
handling problems can result. Careful load planning and safe 
experimentation with different loading patterns can help 
improve motor home handling stability and make your driving 
and towing experience more enjoyable. 
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WARNING 
Do not exceed the 
GVWR, or any GAWR of 
your motor home. Ex
ceeding the GVWR, or 
any GAWR of your motor 
home will reduce your 
warranty protection, can 
cause undesirable han
dling characteristics and 
may create a safety 
hazard. 



The allowable carrying capacity of the motor home is the 
difference between the GVWR and the UVW.When the 
motor home is being designed, the number and size of storage 
compartments, the liquid tank capacities and number of belted 
seating positions are maximized for value and convenience. If 
you fill all liquid tanks to capacity, fill all storage compart
ments and cupboards to maximum volume and fill all avail
able seating positions with passengers, the motor home will 
be overloaded. The number of passengers and placement of 
cargo will affect the amount of water and cargo that you can 
carry (See Loading Tips). 

In addition to knowing the overall weight that can be safely 
loaded in or attached to the motor home, you must know how to 
distribute the weight so that correct amounts of weight are 
placed on the axles. When the load is properly distributed, your 
motor home will handle better, and you as the driver will be 
more confident and comfortable. If your motor home is improp
erly loaded, driving will be more uncomfortable and much of 
your driving attention will be given to correcting vehicle wan
dering, drift, pull and sudden directional changes caused by 
wind blasts. Always aim to load your motor home so that the 
front axle is loaded to at least 80-85 % of the front GAWR. If 
the front axle load is below 80-85% of the front axle capacity, 
these handling discomforts will be more noticeable. 

CARRyiNq CAPAciTY 
ANd LOAd 

DisTRibuTioN 

.1'1 NOTE 
The carrying capacity of 
your motor home is 
specified on a label 
affixed to the inside of a 
wardrobe door. The label 
includes all factory in
stalled options. If other 
equipment such as lev
eling jacks, awnings, roof 
pods, etc., are installed 
after the motor home 
leaves the factory the 
weight of these items 
must be subtracted from 
the carrying capacity 
noted on the wardrobe 
door tag. 

WARN 
Do not exceed the GVWR, 
or any GAWR of your 
motor home. Exceeding 
the GVWR or any GAWR 
of your motor home will 
r"duce your warranty 
protection, can cause 
undesirable handling 
oharacteristics and may 
create a safety hazard. 
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ON ThE ROAd 

CARRYING CAPACITY 

PRODUCT YEAR MODEL SERIAL NO. 

GVWR LBS. 

GCWR LBS. 

FRONTGAWR LBS. 

REAR GAWR LBS. 
(Includes capacity of tag axle if so equipped.) 

HITCH RATING ______ ,LBS. TONGUE WEIGHT _____ LBS. GTW _____ LBS. 

UVW (DRY WEIGHT) OF FINISHED VEHICLE 

NET CARRYING CAPACITY 

GVWR (Gross Vehicle Weight Rating): means the maximum permissible weight of this motor home. The 
GVWR is equal to or greater than the sum of the Unloaded Vehicle Weight plus the Net Carrying Capacity. 

LBS. 

LBS. 

GCWR (Gross Combination Weight Rating): means the value specified by the motor home manufacturer 
as the maximum allowable loaded weight of this motor home with its towed trailer or towed vehicle. 

GAWR (Gross Axle Weight Rating): means the maximum permissible loaded weight a specific axle 
is designed to carry. 

GTW (Gross Towed Weight): means the maximum permissible loaded weight of a trailer or car that this 
motor home has been designed to tow. This cannot be increased by changing the trailer hitch. 

Tongue Weight: The maximum permissible downward force exerted on the hitch ball by the towed vehicle 
coupler. 

UVW (Unloaded Vehicle Weight): means the weight of this motor home as built at the factory with full 
fuel, engine oil, and coolants. The UVW does not include cargo, fresh water, LP gas, occupants or dealer 
installed accessories. 

NCC (Net Carrying Capacity): means the maximum weight of all occupants including the driver, personal 
belongings, food, fresh water, LP gas, tools, tongue weight of towed vehicle, dealer installed accessories, 
etc., that can be carried by this motor home. Normal variation of materials may cause the Net Carrying 
Gapacity to be 200 Ibs. higher or lower than stated. (NCG is equal to or less than GVWR minus UVW.) 

This motor home is capable of carrying up to gallons of fresh water (including water heater) for 
a total of pounds. 
Reference: Weight of fresh water is 8.33 Ibs.lgal.; Weight of LP gas is 4.5 Ibs.lgal. (average). 

WARNING: The Heaviest Loaded Motor Home With All Passengers, Goods, Water, Driver And 
Towed Vehicle Must Not Exceed Any Of The Following: 

1. The gross vehicle weight rating (GVWR). 
2. The gross combination weight rating (GCWR). 
3. The front/rear gross axle weight ratings (GAWR'S). 

CONSULT OWNER'S MANUAL FOR WEIGHING INSTRUCTIONS AND TOWING GUIDELINES. 
WI5-201311Y95 

Wardrobe Door Tag with Weight Ratings 
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Refer to your local telephone directory to find a state-certi
fied, public weigh station. The following procedures will help 
you determine whether your loaded motor home (complete 
with cargo, fluids, passengers, and driver) is within GAWR, 
GVWR, and GCWR limits. When you arrive at a weigh 
station the attendant will guide you through the correct posi
tioning of the motor home on the scales. 

1. Center the front wheels on the scale platform and take a 
reading. This is the front Gross Axle Weight (Reading 1). 

DO 
• 

2. Center the entire motor home (all axles) on the scale and 
take a reading. This is the Gross Vehicle Weight (Reading 2). 

II@[~].III • II • 

How TO WEiqH 
YOUR LOAdEd 
MOTOR HOME 

WirHOUT A TRAilER 
OR OTHER 

TOWEd LOAd 
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3. Center the rear axle on the platform and take a reading. This 
reading is the rear Gross Axle Weight (Reading 3). 

DO 
· G]@[~][J 

4. Compare the readings taken on the scales to the appropriate 

ratings on the Federal Certification tag and wardrobe door 
tag. Example: The front Gross Axle Weight should not exceed 
the front Gross Axle Weight Rating. 

If any readings are higher than the rating, you will have to 
adjust or remove the load. 

MOTOR HOME READINGS (from tags) SCALE READINGS 

GVWR MOTOR HOME Reading 2 

Front GAWR FRONT AXLE Reading 1 

RearGAWR REAR AXLE (S) Reading 3 

Hitch Rating TOWED VEHICLE Reading 4 

GCWR COMBINED VEHICLES Add 2 & 4 
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1 . Center the front wheels on the scale platform and take a 
reading. This is the front Gross Axle Weight (Reading I). 

o • 

2. Center the entire motor home so that only the motor home 
is being weighed. Leave the trailer hitched to the motor 
home, but resting off of the scale. This is the Gross Vehicle 
Weight (Reading 2). 

OJ I II I OJ ~p 
~ 

" I , I~I " 1,1 " I " 'ti' rn 
If -A ~ - -

How TO WEiqH 
YOUR LOAdEd 

MOTOR HOME 

WiTH A TRAilER 

OR OTHER 
TOWEd LOAd 
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3. Center b.oth the m.ot.or h.ome and the trailer c.ombinati.on .on 

the scale and take a reading. This is the Gross C.ombined 

Weight (Readings 4). 

OJ I II Irn~O 
~ 

Q Ir 

.LA 1:j~ . I. I~I. 1.1. I. I~\~ 

4. Subtract Reading 1 fr.om Reading 2. This is the rear Gr.oss 

Axle Weight. 

5. C.ompare the readings taken .on the scales t.o the weight 

ratings .on the Federal Certificati.on tag and wardrobe 

d.o.ortag. Example: the Gr.oss C.ombined Weight sh.ould n.ot 

exceed the Gr.oss C.ombined Weight Rating. 
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If any readings are higher than the rating, you will have to 
adjust or remove the load. 

If you exceed appropriate weight ratings, you will: 

» Cause damage to the motor home, drive train, or chassis 

» Cause unstable driving and handling characteristics 

» Cause unsafe braking 

» Reduce your warranty protection. 

Since you may load your motor home differently for different 
trips, loading and weight patterns will change. Periodically 
reweigh your motor home and log the weights in the back of 
this manual. Refer to your log as you prepare to load for future 
trips. 

» Do not load heavy items in upper cabinets. 

» Secure and brace items so they won't move during travel, 
thereby shifting the load. 

» Do not load heavy items near either end of the motor 
home or on the bumpers. 

» Adjust cargo storage to keep the side to side loads as equal 
as possible. 

» Fresh water and waste water weigh over eight pounds per 
gallon. Carry only as much water as needed for travel use 
or to balance the load, and whenever possible, empty the 
holding tanks before traveling. 

LOAdiNq Tips 

WARNING 
Modification of your ve
hicle by addition of racks 
or storage pods not origi
nally equipped by the 
manufacturer to carry 
additional equipment, 
vehicles or cargo will 
reduce your warranty 
coverage and may cause 
personal injury or prop
erty damage. 
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» Make a loading diagram of your properly loaded motor 
home. This diagram and your loading log will help you 
locate where specific items are stored, and will help 
speed the loading process. 

» Store emergency items in a readily accessible location. 
Include a fire extinguisher, tools, first aid kit, rain gear, 
flashlight, highway warning devices, and an electric cord 
with light. 

Your motor home is equipped with truck tires. Under normal 
circumstances and with proper maintenance, you should 
receive thousands of miles of trouble-free service. 

For safety and maximum tire life, proper inflation pressure 
must be maintained. Properly inflated tires also contribute to 
overall motor home stability and safety. Refer to the tire 
section in your Chassis Operator's Manual for information on 
maintenance and tire care. 

The proper inflation pressures are stated on the Federal 
Certification tag located on the sidewall near the driver's seat. 
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WARNING 
Do not store or carry LP 
gas containers, gasoline, 
or other flammable liquids 
inside your motor home. 
The containers may leak. 

TiRES 

NG 
For safety and maximum 
tire life, check tire pres
sures often. Pay special 
attention to inside rear 
duals. Always check 
pressure when tires are 
cold, and do not bleed air 
out of warm tires. Follow 
the tire pressure instruc
tions in the Chassis 
Operator's Manual. 

0} ~ II 



Replacement tires must be the same size, and have at least the 
same weight carrying capacity as the original equipment. All 
tires of the same size and rating may not have the same weight 
carrying capacity. Consult your tire dealer. 

The original equipment tires supplied on your motor home 
have weight carrying capacities to support Gross Axle Weight 
Ratings (GAWR) as stated on the Federal Certification tag 
located on the sidewall near the driver's seat. 

In case of sudden tire failure: 

» Avoid heavy brake application 

» Gradually decrease speed 

» Hold the steering wheel firmly and move slowly to a safe, 
off-road place 

» Park on a firm level spot 

» Turn off the ignition 

» Turn on the hazard flasher system 

TiRE REplACEMENT 

./1 NOTE 
Check the wheel lug nut 
tightness periodical/y. 
They could work loose 
during driving. Check the 
ChassIs Operator's 
Manual for correct lug 
nut torque and torquing 
procedure. 

If You GET 
A FIAT TiRE 
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Even with good tire maintenance and normal driving, you 
may experience a flat tire. Summon professional help through 
your auto club, travel service, or a local truck service facility. 
Your motor home is not equipped with ajack or other lifting 
device. Do not attempt to lift the motor home with a jack. 
Consult the Chassis Operator's Manual for additional 
information on tire inflation and proper lug nut torque. 

Your motor home is not equipped with a spare tire or wheel. 

./1 NOTE 
Obtain professional as
sistance to change a tire. 
Some tire changing pro
cedures outlined in 
the Chassis Operator's 
Manual include refer
ences to spare tires or 
wheels, jacks or other 
lifting devices. To ensure 
your personal safety, 
Fleetwood does not sup
ply a spare tire or wheel, 
jack or other lifting device 
with your motor home. 

Ar CAUTION 
Wheel lug nuts must be 
retightened to proper 
torque specifications at 
50 miles and then at 500 
miles of new vehicle op
eration and at the inter
vals specified in the 
Maintenance Schedule. 

Also retighten to proper 
torque specifications at 
50 miles and then 500 
miles after any wheel 
change or any other time 
the wheel lugs nuts have 
been loosened. 

Failure to retighten 
wheel lug nuts as re
quired could allow 
wheels to come off while 
the vehicle is in motion, 
causing loss of control 
and possible collision. 

See the Chassis 
Operator's Manual for 
details and proper lug 
tightening procedure and 
specifications. 
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CHANqiNq A 
FIAT TiRE 

./1 NOTE 
Your motor home is not 
equipped with a spare 
tire or wheel. 

WARNING 
To avoid personal injury 
and/or property damage 
if a blowout or other tire 
damage occurs; obtain 
expert tire service help. 
Do not attempt to 
change the tire yourself. 

WARNING 
Truck wheels and tires 
are extremely heavy and 
may weigh 100 pounds 
or more. 

./1 NOTE 
If you need on-the-road 
tire service and call for 
assistance, be ready to 
give the tire size informa
tion to the service facil
ity. Some service facili
ties may be able to repair 
or replace the tire on the 
spot. 



Seat belts help to restrain you and your passengers in case of a 
collision. In most states, the law requires their use. 

Seat belts provide the best restraint when: 

» the seat back is upright 
» the occupant is sitting upright (not slouching) 

» the lap belt is snug and low on the hips 

» the shoulder belt is snug against the chest 
» the knees are straight forward 

For your safety, your vehicle has combination lap and shoul
der belts for the driver and front seat passenger and lap belts 
without retractors in all other designated seating positions. 

Always drive and ride with your seatback upright and the lap 
belt snug and low across the hips to reduce the risk of serious 
injury to the abdomen or neck that could be caused by sliding 
under the safety belts in a collision. 

Never let a passenger hold a child on his or her lap while the 
vehicle is moving. The passenger cannot protect the child 
from injury in a collision. 

Children should always ride with the seatback in the fully 
upright position. When the seatback is not fully upright, there 
is a greater risk that the child will slide under the safety belt 
and be seriously injured in a collision. 
Never use a single belt for more than one person or across 
more than one seating position. This greatly increases the risk 
that one or both of the people will be injured in a collision. 
Each designated seating position in your vehicle has a specific 
safety belt assembly which is made up of one buckle and one 
tongue that are designed to be used as a pair. 

While your vehicle is in motion, the combination lap and 
shoulder belt adjusts to your movement. However, if you 
brake hard, corner hard or if your vehicle receives an impact, 
the lap and shoulder belt locks and prevents you from moving. 

SEATS ANd 

SEAT BElTS 

WARNING 
Make sure that you and 
your passengers, includ
ing pregnant women, 
wear safety belts. Be 
sure that lap belts fit 
snugly and as low as 
possible around the hips. 
If safety belts are not 
used properly, the risk of 
you or your passengers 
being injured in a colli
sion greatly increases. 

WARNING 
Use the shoulder belt on 
the outside shoulder 
only. Never wear the 
shoulder beit under the 
arm. Never swing it 
around the neck over the 
inside shoulder. Failure 
to follow these precau
tions could increase the 
risk and/or severity of 
injury in an accident. 
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To fasten the belt, pull the lap/shoulder belt from the extractor 
so that the shoulder portion of the belt crosses your shoulder 
and chest. Insert the belt tongue into the proper buckle until 
you hear a snap and feel it latch. 

To tighten the lap portion of the belt, pull up on the shoulder 
belt until it fits you snugly. The belt should rest as low on 
your hips as possible. 

Check your safety belt system periodically to make sure that it 
works properly and isn't damaged. If the webbing shows any 
wear, nicks or cuts, have it examined by a qualified technician 
to determine if replacement is necessary. Always have your 
safety belt system checked after a collision. 

In most states, you are required by law to use safety restraints 
for children. If small children (less than four years old, and 
under 40 pounds ride in your vehicle, you must put them in 
safety seats that are made specially for children. Safety belts 
alone do not provide maximum protection for these children. 
Check your local and state laws for specific requirements. 

Safety belts and seats can become hot in a vehicle that has 
been closed up in sunny weather, and could burn a small 
child. Check seat covers and buckles before you place a child 
anywhere near them. 

COMbiNATioN LAP 
ANd SHouldER BElrs 

SAFETY BElr 
MAiNTENANCE 

SAFETY RESTRAiNTS 
FOR CHildREN 

WARNING 
Never leave a child un
attended in your vehicle. 
Always remove the key 
from the ignition and take 
it with you. 
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Children who are too large for child safety seats should al
ways wear safety belts. 

If the shoulder belt cannot be properly positioned so that it 
does not cross or rest in front of the child's face or neck, move 
the child to one of the seats with a lap belt only and use the 
lap belt. 

Lap belts and the lap portion of lap and shoulder belts should 
always be worn snugly and below the hips, touching the 
child's thighs. 

Children should always ride with the seatback in the fully 
upright position. When the seatback is not fully upright, there 
is a greater risk that the child will slide under the safety belt 
and be seriously injured in a collision. 

Use a safety seat that is recommended for the size and weight 
of the child. 

Seat backs should be upright for use with child safety seats. 

WARNING 
Carefully follow all of the 
manufacturer's instruc
tions that come with the 
safety seat that you put 
in your vehicle. Make 
sure that the shoulder 
belt (if provided at the 
seating position where 
the safety seat is being 
used) does not cross or 
rest in front of the child's 
face or neck. If you do 
not install and use the 
safety seat properly, the 
child may be injured in a 
sudden stop or collision. 

SAFETY BElrS 
FOR CHildREN 

WARNING 
If safety belts are not 
properly worn and ad
justed as described, the 
risk of serious injury to 
the child in a collision will 
be much greater. 

SAFETY SEATS 
FOR CHildREN 

WARNING 
When using any infant or 
child restraint system, it 
is important that you 
follow the instructions 
and warnings provided 
by the manufacturer con
cerning its installation 
and use. Failure to follow 
each of the restraint 
manufacturer's instruc
tions could increase the 
risk or severity of an 
injury in the event of a 
collision or sudden stop. 
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Driving your motor home will be different from driving your 
family car or truck. Your motor home is large and heavy. You 
may have to adjust or learn new driving techniques to safely 
operate your motor home. 

Your motor home is equipped with a diesel engine. Diesel
equipped vehicles are less responsive than gas-powered 
vehicles. Acceleration will be slower. Attempts at "jack
rabbit" starts from stops may damage the engine and drive
train components. If you anticipate overtaking and passing 
other vehicles, remember that your motor home may not 
achieve the required speed as quickly as you expect. 

DRiviNG ANd 
VEhiclE CONTROl 

ENGiNE ANd 
TRANSMissioN 

CAUTION 
Engine overspeed (en
gine speed in excess of 
high idle, no load RPM) 
can damage the engine . 

.II NOTE 
Driving a diesel-powered 
vehicle is different from 
driving a gasoline-pow
ered vehicle. Engine 
over-revving can cause 
serious internal engine 
damage. 
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Normal Starting Procedm'e: ENGiNE OPERATioN 
1. Shift transmission to NEUTRAL. 

2. Turn ignition switch to the right until the engine starts. 

The engine is equipped with a block heater to aid in cold
weather starting. It is controlled by a 120-volt switch located 
in the bedroom. The block heater cord is plugged into a 
receptacle controlled by the switch. The receptacle can be 
energized by plugging the 30 amp cord to a shore power 
source. 

ENGINE BLOCK HEATER 

An engine block heater can be used to warm engine coolant 
which will improve starting, provide for faster engine warm
up, and result in quicker response from heater-defroster 
system. It is recommended for use when ever outside tempera
ture is below 32°F (O°C). 

For best results, heater should be plugged in prior to starting 
for period of time indicated in chart. 

NOTE: Times listed are minimum times. It will not harm 
block heater or engine to leave it plugged in longer 
than times stated. 

ENGINE BLOCK HEATER USAGE 

Viscosity Time Battery 
Temperature Grade Oil Used Capacity 

Above 32°F ISW40 or Not Standard 
(Above O'C) 20W40 needed 

32' to l4'F ISW40 or 2-3 Hours Standard 
(0 to -IO'C) 20W40 

14' to -IO'F IOW30 8 Hours or Extra Capacity 
(-10' to -23'C) Overnight Suggested 

Below -IO'F Synthetic 8 Hours or Extra Capacity 
(Below -23'C) Oil Overnight Required 

Engine oil pressure must be indicated on the gauge within 15 
seconds after starting. 

NOTE 
See the cold weather 
starting instructions in
cluded in the Owner's 
Information Package. 

CAUTION 
To prevent damage to 
the starter, do not en
gage the starting motor 
for more than 30 sec
onds. Wait two minutes 
between each attempt to 
start. 

CAUTIO 
The parking brake will 
not disengage until air 
pressure has reached 60 
psi. 

WARNING 
The transmission does 
not have a "PARK" posi-
tion. Place transmission 
in neutral (N) and set the 
parking brake when 
parking the motor home. 
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When starting a cold engine, increase the engine speed (RPM) 
slowly to be sure adequate lubrication is available to the 
bearings and to allow the oil pressure to stabilize. 

Idle the engine 3 to 5 minutes at 1000 RPM before operating 
with a load. Check the oil pressure indicator(s), temperature 
indicator(s), and other gauges often to make sure they are 
operating correctly. 

The motor home will not move until the air brakes and sus
pension systems are sufficiently full of air. Normal brake 
system air pressure is 90-120 psi. 

Normal Shut Down Procedure: 

1. Shift transmission into NEUTRAL. 

2. Pullout on the Parking Brake knob to engage the parking 

brake. 

3. Let engine idle for a minimum of 3 minutes for proper cool 

down. Increase this time if there has been extended hot 
weather running. 

See the Chassis Operator's Manual for details on engine 
operation and maintenance. 
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ON ThE ROAd 

Your motor home is equipped with an automatic transmission. 
Please note that this transmission does not provide a PARK 
position. You MUST set the parking brake whenever you 
park the motor home. 

Up- and down-shifting is automatic under most driving condi
tions. You may manually shift the transmission under marginal 
or poor traction conditions, up and/or downhill or mountain 
driving, or under any driving condition to maintain complete 
vehicle control. 

This transmission has an electronic control and monitor 
system. 

Your chassis is equipped with an MD Series transmission, and 
will have the shifter shown on the next page. The shifter is 
connected to an Electronic Control Unit (ECU), which pro
cesses signals from the shifter and in turn controls the 
transmission. 

The push-button shift selector has snap dome-type switches. 
Each pad (R, N, D, Up or Down arrow) is a switch. Just push 
on the pad for the desired operation. A slight snap will be felt. 
The SELECT indicator displays the chosen operation (if the 
shift is acceptable), a "beep" tone will sound and the transmis
sion will shift to the starting range as indicated on the MONI
TOR display. In Drive, selection of a specific gear range is 
accomplished with the Arrow Pads. Conditions resulting in 
the illumination of the DO NOT SHIFT light located on the 
instrument panel or near shift selector, will disable the pad 
and no beeps will be heard. 

TRANSMissioN 
OPERATioN 

WARNING 
The transmission does 
not have a "PARK" posi
tion. Place transmission 
in neutral (N) and set the 
parking brake when 
parking the motor home. 

GEAR SElECTOR 
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PUSH-BUTTON SELECTOR 

The Mode button is available to activate a second shift pat
tern. Under normal conditions (Mode Off), the transmission 
will shift in a "performance mode." In the "performance 
mode," the transmission shifts are delayed until a higher 
engine rpm is attained, which improves overall performance. 
By pressing the Mode button, the display will indicate "Mode 
On," and the transmission will be in an "economy mode." In 
the "economy mode," the transmission shifts sooner allowing 
for smoother shifts and improved fuel economy. 

It is not necessary to select the right moment to upshift or 
downshift during the changing road and traffic conditions. 
The transmission does it for you. However, knowledge of the 
gear ranges and when to select them will make vehicle control 
and your job even easier. 

(R) (Reverse) The vehicle must be completely stopped before 
shifting from Forward to Reverse or from Reverse to Forward. 
The Select indicator will display R and the Monitor will 
display R when Reverse is attained. 

(N) (Neutral) Neutral is used to start the engine, check vehicle 
accessories, and for extended periods of engine idle operation. 
If the engine starts in any other selected gear, the start circuit 
should be service immediately. The Select indicator will 
display Neutral and the Monitor will display Neutral. 
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tfl NOTE 
The Mode Button can be 
pressed at any speed. 

.AI WARNING 
In the event it becomes 
necessary to leave the 
vehicle, even morpen
tarily, while the engine is 
running, be sure that the 
transmission is in Neu
tral, parking brake set 
and properly engaged, 
and the wheels are 
chocked. Unexpected 
and possibly sudden ve
hicle movement may oc
cur if these precautions 
are not taken. 

WARNING 
Do not allow your vehicle 
to coast in Neutral. This 
practice can result in 
transmission damage. 
Also no engine braking 
is available in Neutral. 
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(D) (Drive) The vehicle will attain first gear when D is 
selected, and as the speed increases, the transmission will 
automatically upshift through each gear. As the vehicle slows 
down, the transmission will automatically downshift. The 
Select indicator will display the highest gear available and the 
Monitor will display the current operating gear. 

(5, 4, 3, 2) (FIFTH, FOURTH, THIRD and SECOND) Occa
sionally, the road conditions, load, or traffic conditions will 
make it desirable to restrict the automatic shifting to a lower 
gear. These positions also provide progressively greater 
engine braking for going down grades (the lower the gear, the 
greater the braking effect). 

The push-button selector utilizes Arrow Buttons. Push the Up 
or Down arrow to the desired gear. The Select indicator will 
display your choice and the Monitor will display the selected 
gear when it is attained. 

(1) (LOW) Use this gear when pulling through mud and deep 
snow, when maneuvering in tight spaces, or while driving up 
or down steep grades. Low gear provides the vehicle with its 
maximum driving power and maximum engine braking 
power. 

The transmission incorporates a hold feature to prohibit 
upshifting above the gear selected during normal driving. For 
downhill operation, however, the transmission may upshift 
above the highest selected gear when the engine governed 
speed is exceeded and damaging engine over-speed is a 
possibility. 
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Every time the engine is started, the do not shift light comes Do NOT SHih LiGlfT 
on. It will go off after a few seconds. This momentary lighting 
is to show that the status light circuit is working properly. If 
the light does not come on during engine start, service should 
be requested immediately. 

Illumination of this light, accompanied by eight seconds of 
short beeps from the shift selector, indicates that shifts are 
being restricted. The SELECT digit on the display will be 
blank. Operation may continue in order to reach service 
assistance. The ECU may not respond to shift selector re
quests since operating limitations are being placed on the 
transmission; i.e., upshifts and downshifts may be restricted. 
Direction changes will not occur. The ECU will not respond 
to operator requests. The ECU will cause the transmission to 
shift to a safe gear and Hold-In-Range and disengage the 
lockup clutch. 

When the do no shift light comes on, a reset procedure can 
be performed to clear the system. If necessary, continue to 
operate the vehicle and have the transmission checked at 
the earliest opportunity. 

TO RESTORE OPERATION 

Push-Button Selector 

• Bring vehicle to a stop at a safe location 

• Apply parking brake, select Neutral 

• Simultaneously press the Reverse and Up Arrow Buttons 
one time 

RESETTiNG TltE 
SltihER TO RESTORE 

OPERATioN 
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• Select Neutral, return to operation* 

* - If the condition is temporary, the do not shift light will 
not come back on and your vehicle will operate in a 
normal manner. 

- If the condition is not temporary, the do not shift light 
will come back on and the transmission may stay in 
Neutral, operate in only the lower gears, or operate in a 
normal manner. The type of operation permitted by the 
ECU will depend on the type of condition. 

- Have the transmission checked at the earliest 
opportunity. 

The Jacobs Extarder only applies to vehicles equipped with 
the Allison MD-3060 six speed automatic transmission. 

IMPORTANT: The Jacobs Extarder Compression Brake 
is a vehicle slowing device, not a vehicle stopping device. It 
is not a snbstitute for the vehicle service brakes. Use of the 
Extarder Compression Brake for vehicle downhill control 
and slowing down on level terrain will allow the service 
brakes to remain cool and ready for any emergency. 

OPERATION 

To get the best result from the Extarder compression brake, it 
is necessary to observe several simple operating principles. 

The Extarder compression brake is activated when the follow
ing conditions are satisfied. 

1. The Extarder dash ON/OFF switch is in the on position. 

2. The engine is not being fueled. 

JAcobs EXTARdm 

COMPREssioN BRAkE 
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The Allison MD-3060 (World Transmission) provides for 
optimum retarding downshift operation when the Extarder 
compression brake is selected. When the Extarder's dash 
switch is turned ON and your foot is removed from the 
throttle pedal, the transmission will immediately preselect a 
lower gear. The gear preselected is usually second gear, 
however, your vehicle may have been programmed for either 
third or fourth. The transmission then starts to downshift 
through the gears to reach the preselect gear. Downshifting 
occurs at a higher speed than is usual when the Extarder is not 
turned on. This allows the Extarder compression brake to 
provide the maximum retarding power. 

Operation on Wet or Icy Roads 

It is recommended that on wet and slippery or icy roads that 
the Extarder not be left in the automatic mode. The ON/OFF 
switch should be in the OFF position. 

Operation of the Extarder compression brake is recommended 
only when you have good traction with the road surface. 
Operation on wet roads should be undertaken with extreme 
care and at the driver's discretion. 

Your motor home is equipped with air brakes. Air brakes are 
more sensitive than hydraulic brakes. Practice stopping in a 
safe, unobstructed area until you get the feel of the brake 
pedal. 

The green needle on the air pressure gauge indicates front 
brake system air pressure. The red needle indicates rear brake 
system air pressure. Please note that the vehicle will not move 
until air pressure is sufficient to release the brake safety 
springs. A dash indicator will light and a buzzer will sound 
until the proper operating pressure is reached. 
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.II NOTE 
If your transmission does 
not operate as describ
ed, then it may need to 
be programmed. Contact 
your local dealer for 
details. 
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Air Compressor 
The air compressor pumps air into the air storage tanks. It 
is gear driven by the motor home engine. 

Air Tanks 
These tanks hold compressed air for the brake system. 
They will hold enough air to allow the brakes to be used 
several times even if the compressor stops working. En
trapped liquid is drained automatically from the air tanks. 
Consult the Chassis Operator's Manual for additional 
information. 

Air Dryer 
Compressed air usually has some water and compressor 
oil in it. This compressed air is cycled through a dryer to 
remove air system contaminants. Consult the Chassis 
Operator's Manual for additional information. 

The Brake Pedal 
The harder you push down on the pedal, the more air 
pressure is applied to the brakes. When you let up on the 
pedal, some of the brake pressure is released. You will 
hear the air escape when you let up on the pedal. 

As this air is released, the compressor must build the 
pressure back up. Pressing and releasing the pedal repeat
edly can let air out of the system faster than the compres
sor can restore it. If the pressure gets too low and the 
service brakes will not function properly, the spring brakes 
will be applied automatically. 

When you push down on the pedal, you will feel both a 
spring pressure and the air pressure back against your foot. 
With practice, you will know how to judge the force 
necessary to stop your motor home. 

SYSTEM 

COMPONENTS 
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Spring Brakes 
The spring brakes are applied automatically whenever 
there is a loss of air pressure in the braking system or 
when the parking brake is activated. 

Air Gauges 
The pressure gauge on the in.strument panel tells you how 
much air pressure is in the tank, and whether the system 
will operate. An audible buzzer and dash indicator light 
warns you if air pressure is insufficient for proper brake 
operation. 

Brake System Warning Light 
This light tells you that your brake system needs servicing. 

This light comes on briefly when you turn the ignition key 
to the "START" position, but it normally goes off when 
the engine starts. If the light stays on or comes on while 
driving, have the brake system serviced. 

Your vehicle is equipped with a dual braking system. If 
there is a loss of pressure in either the front or rear brake 
system, the other will provide braking capability. If a 
malfunction occurs in either brake system allowing an 
imbalance in system pressure, the "BRAKE" light will 
glow when the brake pedal is depressed. 

If the "Brake" light malfunctions and the air brake reser
voir is completely empty, the service brake will still 
function momentarily to stop the vehicle. 

Air Pressure Warning Light/Buzzer 
The light/buzzer tells you the air brake system air pressure 
is low. This light/buzzer will normally come on when you 
first start the engine but will go off when the air pressure 
in the air tanks reach approximately 60 psi. 
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CAUTION 
If the "BRAKE" light glows, 
other than momentarily 
with the ignition in the 
"START" position, the 
braking system should be 
serviced immediately. 

If the "BRAKE" light fails 
to glow momentarily when 
you start the engine, have 
the electrical system 
checked immediately. 

CAUTION 
If this light/buzzer comes 
on any time other than 
at vehicle start up, there 
is a problem with the 
air system and you 
should pullover and 
have the vehicle service 
immediately. 

.1'1 NOTE 
The parking brake will 
not disengage until air 
pressure has reached 60 
psi. 
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The parking brake control is a yellow, diamond-shaped, push
pull control knob. Pull the knob out to set the brake, and push 
in to release. 

Any time you park, use the parking brake. 

If necessary, use wheel chocks to hold the vehicle. Let hot 
brakes cool before using the parking brake. If the brakes are 
wet, use the brakes lightly while driving in a low gear to heat 
and dry them. 

AI WARNING 
If a loss of air pressure 
in the braking system 
occurs rapidly, the spring 
brakes will be applied 
suddenly. This may 
cause loss of traction 
and vehicle control. Re
fer to your Chassis 
Operator's Manual for 
further information on 
the functioning of the 
brake system. 

CAUTION 
If the low pressure buzzer 
or light ever comes on 
while the motor home is in 
motion, exercise extreme 
caution. Stop and park the 
motor home as soon and 
as safely as possible by 
down-shifting the trans
mission. Apply the parking 
brake as soon as the ve
hicle is motionless. The 
spring brake system will 
apply the brakes as pres
sure drops. 

Never leave your motor 
home unattended with
out setting the parking 
brake, 
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For normal stops, push the brake pedal down until the vehicle 
comes to a smooth stop. 

In emergencies, brake so that you can steer and keep the 
motor home under control. 

With air brakes there is an added delay. After the brake pedal 
is pressed, the air may take a fraction of a second to activate 
the brake mechanisms on the wh~els. For this reason, the total 
stopping distance will increase depending on speed. Under 
good traction and brake conditions, this delay may add up to 
35 feet at 55 mph, making the total distance over 300 feet at 
that speed. Please be aware of this increase in stopping dis
tance, and anticipate your stops with this in mind. 

Downhill driving puts extra strain on many drivetrain compo
nents of your motor home. The brakes are easily overloaded 
and overheated when used for downhill slowing. Brake fade 
will occur if the brakes overheat. 

When driving down long grades, shift the transmission to a 
lower gear at the top of the grade. Rule of thumb: Use the 
same lowest gear going down as it took to go up the hill. Crest 
the hill in the lower gear. Do not exceed the governed engine 
speed of 2,750 RPM. Monitor your speed. 

Please see the Chassis Operator's Manual for more informa
tion about brake system operation and downhill driving 
techniques. 

USiNG AiR BRAkES 

STOppiNG DisTANCE 

BRAkiNG ON 
DOWNGRAdES 

DisCOVERY - Copyniq/1T 1997, flEETWood flVTERpnisES, INC. All niqHTs nEsERVEd. 07,29 



Your motor home is equipped with air suspension. When the 
engine is started the suspension will begin to fill with air, 
lifting the motor home body 4-6 inches. A buzzer will sound 
until the air tanks are sufficiently full for proper operation. 

Your motor home has four suspension air bags - two for each 
axle. The pressure in these bags is controlled by three air 
valves. These valves are preset and determine the distance 
between the chassis and axle, or "ride height." Each air bag 
may contain a different air pressure. This pressure is deter
mined automatically by the system to maintain a level chassis, 
and is continually adjusted as long as the chassis engine is 
runlllng. 

The air suspension system is not the same as the Leveling 
System. See Leveling System. 

Be cautious when maneuvering to allow for the length and 
width of the vehicle. Always allow room to corner and to 
change lanes. Your vehicle's side view mirrors and rear view 
camera monitor will help you keep aware of your vehicle's 
position and the position of other vehicles and/or obstructions 
near your motor home. You must monitor them constantly 
while you are driving. Small vehicles or objects may become 
positioned so that they are only partially visible in the mirrors 
or video monitor. Become familiar with the operation of the 
side mirrors and learn to use them to view objects and the 
road beside and behind the motor home. 

The rear view mirrors are controlled from a panel located on 
the driver's left side panel. To adjust the mirrors, select either 
LEFT or RIGHT mirror and press the appropriate arrow. 
Activate the mirror heaters by pressing the HEATER position. 

Mirror 

AiR 
SUSPENSioN 

SYSTEM 

MANEUVERiNG 

iN TRAffic 
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Remember that your motor home is heavier than a car, making 
it less maneuverable and harder to stop. Also, because of its 
greater side surface area, it is more easily affected by cross 
winds. Allow extra distances for passing and stopping, and 
drive at a moderate speed, particularly in traffic and in gusty 
wind conditions. 

Driving on winding or mountain roads is not difficult if done 
with reasonable care. Observe proper vehicle speeds when 
ascending or descending hills and always operate in the proper 
transmission range. Downshift on hills to avoid overheating or 
undue engine loads. Downshift when descending grades. 

Engine compression, friction and the compression brake 
system will help control vehicle speed, and relieve some of 
the strain on the brakes. DO NOT EXCEED MAXIMUM 

. ENGINE RPM for the gear range you are in. Serious compo
nent damage could occur. Shift the transmission to a lower 
gear before starting down the grade. Match speed and gear 
using the tachometer. Refer to the Chassis Operator's Manual 
for downhill driving technique. 

To use the engine as a braking force, select the next lower 
gear. If the motor home is exceeding the maximum RPM for 
this gear, use the service brakes to slow down. When a lower 

. speed is reached, the transmission. Electronic Control Unit 
(ECU) will automatically downshift the transmission. Engine 
braking provides good speed control for going down grades. 
When the motor home is heavily loaded, or the grade is steep, 
preselection of a lower gear prior to the grade may be desir
able. 

Gear preselection means the selection of a lower gear to 
match the driving conditions you encounter or expect to 
encounter. Preselection will give you better control on slick or 
icy roads and on downgrades. Downshifting to lower gears 
increases engine braking. The selection of a lower gear often 
prevents cycling between a gear and the next higher gear on a 
series of short up-and-down hills. 
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Mountain driving or desert temperatures can put extreme 
demands on drive train components. Under extreme heat 
conditions you may need to turn off the vehicle air conditioner 
to improve engine and transmission cooling. 

Be aware of the extra height of your motor home. Check for 
low hanging tree branches or other obstructions whenever you 
drive or park. Avoid low overhangs when pulling in for ser
vice. Always check overhead clearances of overpasses and 
bridges. This may be particularly important if you drive with 
the overhead vents open or if the motor home is equipped 
with a roof air conditionel; roof rack, eB or TV/radio 
antenna. 

Before leaving on a trip, check your route. Some tunnels 
prohibit motor homes with LP gas systems. 

When parking parallel to a curb, be sure to allow for poles or 
obstructions as the front and rear portions of the motor home 
swing wider than an automobile. When parking on an incline, 
turn the front wheels into the curb in the direction of the roll 
to aid the parking brake. When parking, always shift the 
transmission to N and set the parking brake. 

If you can't avoid operating, parking or idling your vehicle 
off-road: 

» Be aware that combustible materials could catch fire 
from the vehicle's hot exhaust system. 

» Avoid driving your vehicle through or over combustible 
materials such as leaves, grass, vegetation or stubble 
high enough to touch, catch or collect on its hot exhaust 
system. 

» Parking or idling should be done only in an area where 
there are no combustible materials under the vehicle. 

v"1 NOTE 
Although your motor 
home is equipped with 
power steering, the front 
wheels may be difficult to 
turn when at a dead stop. 
When maneuvering in 
some close situations, 
give yourself some room 
to move either forward or 
backward. Thfi vehicle 
has to be in motion for the 
front wheels to be turned 
with ease. 

WARNING 
Do not park or idle the 
motor home over com
bustible materials such as 
tall grass or dried leaves. 
Combustible materials 
may catch fire from the 
hot exhaust gases, soot 
or sparks that could es
cape through corrosion 
holes or cracks. This is 
particularly important if 
the exhaust system has 
not been properly 
maintained. 
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Your motor home is equipped with a rear view video monitor 
system. The camera is located at the top rear of the motor 
home. The rear view picture is displayed on a video monitor 
screen. The monitor screen may be overlaid with a distance 
scale reference which gives approximate distance of objects to 
the rear of the motor home. 

To operate the video monitor: 

1. Turn on the ignition switch. 

2. Shift the transmission to R. 

To override normal operation,the ignition switch must be on and 
power must be on at the monitor. 

Using the video monitor will take practice. Always allow 
more space for maneuvering until you are comfortable with 
the system. Check the side-mounted mirrors often while 
driving and especially during lane changes and when backing 
up. 

The camera lens is exposed to road dirt and will get dirty 
often. When necessary, clean the camera lens and monitor 
screen with a quality glass cleaner and nonabrasive cloth or 
towel. 

In keeping with good engineering practice, and to meet the 
requirements of chassis manufacturers, certain chassis and 
underbody components of your motor home have been coated 
with an undercoating material. This material is intended to 
assist in protecting these components from corrosion or other 
effects of weather and road conditions. Please be aware that 
certain areas of the motor home do not have undercoating 
applied. 

REAR ViEW VidEO 

MONiTOR SYSTEM 

CAUTION 
The rear view video moni R 

tor system provides a gen
eral view of the road and 
objects to the rear of the 
motor home. Your percep
tion of this view and the re
lationships of objects to 
the motor home and each 
other will be different from 
that seen in a rear view 
mirror. Light conditions 
and the adjustment of the 
screen controls will also 
affect your perception. Al
ways use the side
mounted rear view mirrors 
with the video monitor 
system. 

Body 
UNdERCOATiNG 
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See the Chassis Operator's Manual in the Owner's Informa
tion Package for chassis fuel recommendations. The generator 
is designed to run on LP gas. Consult the generator operating 
instructions for special cautions about maintenance with 
different types of fuels. 

The fuel fill is located on the right side of the motor home just 
behind the front wheels. Modern fuel systems may build up 
vapor pressure within the tank as the fuel warms during use or 
hot weather. 

Replace lost or damaged fuel fill caps with caps of the same 
design which are available from your Fleetwood motor home 
dealer. 

Clean up fuel spills immediately. Fuel spilled on the motor 
home could damage the exterior finish, and is a serious fire 
hazard .. 

Cummins, the engine manufacturer, recommends the use of 
ASTM No.2 diesel fuel. At operating temperatures below 32 
degrees, acceptable performance can be obtained by using 
blends of No.2 and No.1 diesel fuels. The use of lighter fuels 
can reduce fuel economy. 

Also, you should be familiar with the "summer" and "winter" 
diesel fuel blends formulated specifically for hot and cold 
climates. If you have a "summer" blend fuel in a cold climate, 
additives can be added to the fuel tank to "winterize" the fuel. 

The fuel-water separator must be checked daily and drained if 
necessary. See the Maintenance section for fuel-water separa
tor draining procedures in the Chassis Operator's Manual. 

FuEl ANd 

FuEl SYSTEMS 

FuEl Fill 

CAUTION 
The fuel pumps at truck 
stops supply diesel fuel 
at a high rate of flow. Use 
caution when filling to 
avoid spilling fuel. 

FuEl 
RECOMMENdATioNS 

WARNING 
Do not mix gasoline or 
alcohol with diesel fuel. 
This mixture can cause 
an explosion. 

CAUTION 
The diesel fuel must be 
clean and free of dirt and 
water. Dirt or water in the 
fuel system can cause 
severe damage to both 
the fuel injection pump 
and the nozzles. 
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Your motor home engine has been designed to conform to. 
applicable exhaust emission requirements. To meet these 
requirements, engine operating temperatures are high. As a 
result, the engine and exhaust systems radiate a great deal of 
heat. 

Engine temperature gauges have been calibrated to indicate a 
midrange reading as the "normal" operating temperature. The 
reason for this is that many owners perceive 2120 F as the 
boiling point. However, this is not the case in an engine with a 
pressurized cooling system and a coolant mixture of glycol 
and water. As a motor home owner, be aware that the gauge is 
intended to provide a warning of any rapid change in engine 
coolant temperature from the "normal" reading of the gauge 
rather than an absolute temperature reading. 

DisCOVERY - CopYRiq/iT 1 997, flEETwood ENTERPRisES, INC. All Riq/ns RESERVEd. 

ON ThE ROAd 

ExhAUST 

SYSTEM HEAT 

ENGiNE 

TEMPERATURE 

GAUGES 



Carbon monoxide is a colorless, tasteless, odorless gas. It is a 
by-product of the burning of fossil fuels (gasoline, LP gas, 
diesel fuel, etc.). The chassis and generator engines, furnaces, 
water heater, LP gas refrigerator and range in your motor home 
produce it constantly while they are operating. CARBON MON
OXIDE IS DEADLY. Please read and understand the following 
precautions to protect yourself and others from the effects of 
carbon monoxide poisoning. 

Beware of the symptoms of exhaust gas ( carbon monoxide) 
poisoning: 

Dizziness 

Vomiting 
Nausea 

Muscular twitching 
Intense headache 

Throbbing in temples 
Weakness and sleepiness 
Inability to think clearly 

If you or others experience any of these symptoms, get out into 
the fresh air immediately. If symptoms persist, seek medical 
attention. Shut down the unit and do not operate it until it has 
been inspected and repaired. 

Do not operate an engine with a damaged exhaust system. 
Check the system frequently for damage. Do not under any 
circumstances modify the exhaust system(s) in any way. 

CARbON 

MONOxidE 

SAFETY 
PRECAUTioNS 

WARNING 
Exhaust gases are deadly. 
Do not block the tailpipes, 
or exhaust ports, or situ
ate the vehicle in a place 
where the exhaust gases 
have any possibility of ac
cumulating either outside, 
underneath, or inside your 
vehicle or any nearby ve
hicles. Outside air rnove
ments can carry exhaust 
gases inside the vehicle 
through windows or other 
openings remote from the 
exhaust outlet. Operate 
the engine(s), carbon 
monoxide-producing sys
tems or components only 
when safe dispersion of 
exhaust gases can be as
sured. Monitor outside 
conditions to be su re that 
exhaust continues to be 
dispersed safely. 
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Your motor home is equipped with a carbon monoxide (CO) 
detector. It is located in the main sleeping area. 

If the detector sounds, it is an indication that carbon monoxide 
gas is present. This may occur while idling in high (Taffic 
concentrations where other vehicles as well as your motor 
home are contributing to the carbon monoxide level in the 
surrounding air. Sounding of the alarm does not indicate a 
faulty alarm. The detector is doing its job of warning you of 
potentially high concentrations of carbon monoxide. 

Test the CO detector after the motor home has been in stor
age, before each trip, and at least once a week during use. The' 
carbon monoxide detector does not contain a battery. It is 
wired directly into your motor home electrical system to draw 
power from either the chassis or coach batteries. 

Atleast one of the battery disconnects must be on in order for 
the carbon monoxide detector to receive power. The carbon 
monoxide detector is equipped with an indicator light which 
will be lit if the detector is receiving power. 

Please refer to the operating instructions included in your 
Owner's Information Package. 

The sidewalls of this motor home are built with VacuBond® 
lamination technology. Structural members are located spe
cifically to mount and attach factory-installed components and 
accessories, and may be located to support after-market 
accessories not specifically designed for use on or in your 
motor home. 

Please consult with your dealer before attempting to install or 
mount accessories on the sidewalls of your motor home. 
Holes drilled in the sidewall may cause damage, and may 
affect portions of your warranty coverage. 

CARbON MONOxidE 

DETECTOR 

WARNING 
Do not under any cir
cumstances operate any 
engine while sleeping. 

You would not be able to 
monitor outside condi
tions to assure that engine 
exhaust does not enter 
the interior, and you would 
not be alert to exhaust 
odors or symptoms of car
bon monoxide poisoning. 

ING 
Your CO detector will not 
function if both battery 
disconnects are off. Re
fer to the Battery Dis
connect section of the 
Electrical Systems 
chapter of this manual. 

ATTACliiNG 

ACCE550Ri E5 

TO YOUR 

MOTOR HOME 
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If your motor home needs to be towed, please use the follow
ing guidelines: 

» Tow the vehicle in compliance with all state and local laws. 

» See the Chassis Operator's Manual. The vehicle MUST be 

towed from the fronl. 

» Tow truck operators willing and able to tow motor homes will 

be familiar with the type of device required to tow your motor 

home. 

» Be prepared to give the tow truck operator at least the 

following information when you call: 

length and height of motor home 

chassis manufacturer gross vehicle weight rating 

axle weight ratings. 

» To prepare your motor home for towing: 

1. Secure any loose or protruding body parts of the disabled 

vehicle. 

2. Secure any heavy, loose items in the interior. 

3. Turn off LP gas appliances and the LP gas tank valve. 

4. Do not allow any person to ride in the towed vehicle. 

WARNING 
DO NOT go under a 
coach that is being lifted 
by towing equipment. 

CAUTION 
Remove the axle shafts 
or disconnect the driv
eline before towing the 
motor home. See the 
Chassis Operator's 
Manual. 

EMERGENCY 
TowiNG 

CAUTION 
Do not allow your mo
tor home to be towed 
without having the tow 
truck operator read this 
section and related sec
tions of the Chassis 
Operator's Manual. 

CAUTION 
Do not tow the motor 
home from the rear. Tow
ing from the rear will 
cause serious overload
ing of the front tires and 
suspension, possibly re
sulting in tire or front sus
pension failure. The rear 
frame extensions are not 
designed to withstand 
the load imposed by lift
ing from the rear. 

CAUTION 
The air brake system and 
air suspension system 
may require recharging 
with air before towing to 
release the brakes and 
provide proper ride 
height. Tow truck opera
tors should be equipped 
to re-charge these ai r 
systems. The air system 
recharging connection is 
located under the front 
hood. 
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LIVING WITH YOUR MOTOR HOME 

Controls for the leveling system are located in the driver area. 
A detailed operating and maintenance guide is included in your 
Owner's Information Package. Read all instmctions for this 
system carefully before operating the system. 

Leveling system controls 

The suspension system air bags must be deflated before the 
motor home is leveled with the leveling system. An "air 
dump" system is installed on the suspension system to drain 
the air from the suspension air bags. 

A dual-position switch on the instrument panel controls the air 
dump system. When the air bags are deflated, the motor home 
will settle slightly from normal ride height, and you may hear 
a sound of rushing air. This is normal. After the air bags are 
completely deflated, the leveling system can be operated. 

Be sure to set the air dump switch back to normal position 
after retracting the leveling system, and before attempting to 
drive away. 
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LEVEliNG 
SYSTEM 

WARNING 
The leveling system is 
designed as a leveling 
system only. Do not use 
the system as a jack or 
with a jack. The spring 
operation of the levelers 
could cause the motor 
home to fall off the jack. 

AiR DUMP 
SYSTEM 

04, 1 



LiviNlj WiTh YOUR MOTOR HOME 

The power entry step is controlled by the ignition switch and 
by a switch near the entry step. Power for the entry step is 
supplied by the coach battery. The battery must be connected 
for the step to operate as described below. The switches 
operate the step according to the following table. 

Ignition Step Step 
Switch Switch Position! 

Position Position Action 

OFF ON Step extends and retracts 
with the opening and closing 
of the door. 

OFF OFF Step is inactive, will not 
move regardless of door 
movement. 

ON ON Step extends and retracts with 
opening and closing of door. 

ON OFF Step is retracted for all door 
positions, If step is extended 
when ignition is turned ON, 
step will retract. 

Your motor home is equipped with a stepwell cover. The 
stepwell cover closes off the stepwell area when you are 
traveling. When the cover is extended, it provides a floor 
surface for the front seat passenger. 

An entry assist handle is located at the entry door. 

POWER 
ENTRY 
STEPS 

MANUAL 
STEpwdl COVER 

WARNING 
Feet, legs, hands, and 
other body parts could 
be pinched or injured 
during stepweli cover 
operation. Keep clear of 
the stepwell cover during 
operation. 

ENTRY AssiST 
HANdlE 
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LiviNq WiTh YOUR MOTOR HOME 

The screen door (if equipped) may be separated from the main 
entry door by depressing the catch or releasing the magnet. A 
holdback mechanism (if equipped) can be used to secure the 
main door against the side of the motor home. 

Windows in your motor home are either slider or torque pane 
type. Open slider windows by turning the lock knob and sliding 
the window. Open and adjust torque windows by turning the 
knob or crank located at the bottom of the window. 

Read and understand these instructions before you need to 
use them. The emergency exit window provides an emergency 
means of escape if the motor home doors are blocked or 
disabled for any reason or in case the motor home must be 
evacuated under emergency conditions. 

Sun visors at the driver and passenger positions swing down 
and are adjustable to provide relief from glare and bright sun. 

ENTRY DOORS 

ANd SCREENS 

WiNdows 

./1 NOTE 
Screens are not remov
able for cleaning. They 
may be pushed out of 
their frames if the win
dow must be used for 
emergency exit in this 
case, the screens will be 
destroyed and will prob-

•. ably have to be replaced. 

EMERGENCY 

Exir WiNdow 

DRivER ANd 

PASSENGER 

SUN ViSORS 
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Lil/iNC; WiTh YOUR MOTOR HOME 

To raise mini-blinds: 

Release bottom of blind from retainer. 

Pull straight down on cord and release at desired height. 

It is not necessary to pull the cord to one side or the other to 
secure blind. 

To lower mini-blind: 

Pull straight down on the cord slightly, and move it about 45 
degrees to either the left or right and lower the blind. 
Stop the blind in mid-travel by moving it back to the straight 
down position. 
Reattach the retainers when traveling. 
To adjust the angle, turn the adjusting rod either direction. 

Exterior storage compartments maximize available space and 
should accommodate most of your storage needs. All of the 
storage compartments, except the LP gas compartment, can be 
locked. Fire prevention regulations require that the LP gas com
partment be unlocked at all times. 

Please note: Your motor home could be overloaded or out of 
balance if not properly loaded. Refer to the Motor Home 
Loading section of the On The Road chapter of this manual, 
and follow the loading and weighing instructions in that 
section. When storing equipment and supplies: 

» Always keep tools and equipment stored in areas where they 
will not shift while traveling: 

» Whenever possible, place heavy articles in storage compart
ments which are low and in the best location for better weight 
distribution. Pack articles carefully in the storage compart
ments to minimize shifting. If necessary, use straps to prevent 
movement. 

» Be sure liquid containers are capped and cannot tip or spill. 
Secure all glass containers and dishes before traveling. 

» Exterior storage compartments may not be watertight in all 
climate conditions. Carry any articles which could be dam
aged by water inside the motor home. 

Wood 
MiNi"BLiNds 

STORAGE 

EXTERiOR 

COMPARTMENTS 

WARNING 
Do not store flammable, 
volatile liquids or hazard
ous chemicals inside the 
motor home or in outside 
storage compartments. 
Toxic fumes from these 
liquids or chemicals may 
enter the interior of the 
motor home. 
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Lil/iNC; WiTh YOUR MOTOR HOME 

The closets and cabinets have friction catches along one edge 
of the door. Overhead doors may have supports to hold them 
open. Drawers rest in notches when they are closed. To open 
drawers, lift up slightly, then pull open. 

Closets may be equipped with l2-volt lights that tum ON 
when the closet door is opened. Be sure the light goes OFF 
when the closet door is closed-your battery will be dis
charged if it stays ON. If the light stays on when the door is 
closed, the door switch requires adjustment. The same loading 
considerations apply to interior storage areas as to exterior. 
Consult the Motor Home Loading section in the On The 
Road chapter. 

The materials used inside your motor home have been se
lected for durability and comfort. With reasonable care, these 
materials will stand up under years of recreational living. The 
Maintenance chapter in this manual outlines care require
ments for the various upholstery fabrics, floor, cabinet, and 
wall finishes. 

To convert the dinette into a bed: 

1. Unfasten and remove cushions. 

2. Reach under the table. Either remove leg or fold it up under 
the table top. 

3. Raise the front portion of table several inches to disengage 
. inserts from the wall supports. 

4. Lower table top to the dinette frame to complete bed base. 

5. Slide seat and back cushion into place over bed base. 
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LilliNq WiTh YOUR MOTOR HOME 

To convert a sofa/lounge into a bed: 

1. Remove sofa bolsters. 

2. Lift front of sofa frame up and out. 

3. Push the back of the lounge back and down. 

4. Push the seat belts through the space between the lounge 
back and seat. 

To restore the sofa/lounge: 

1. Pull the seat belts back up through the space. 

2. Lift the front edge of the sofa frame up, and push it back. 

3. The sofa back will come up. 

4. Push the sofa into position and replace sofa bolsters. 

The dividers allow you to separate areas in the motor home. 
They glide on nylon rollers. They are held closed by a catch. 
When the dividers are open for traveling, be sure to attach the 
catch to keep them from sliding back and forth. 

Both decorative and 'utility' style 12-volt or 1IO-volt lighting 
fixtures may be used in your motor home. Utility style fix
tures may be either single or dual brightness. A slide switch 
selects either single or dual brightness. For your convenience, 
some lights are operated from wall switches. Clean the lenses 
with soapy water. 

SOfA/LoUNqE 
CONVERSioN 

DOORS/PRivACY 
DividERS 

INTERioR LiqlniNq 

CAUTION 
Some of the lighting fix
tures may be equipped 
with halogen bulbs. The 
bulbs and fixtures may 
get very hot when they 
are on. Do not touch 
these lighting fixtures 
when they are on. Allow 
them to cool before at
tempting to replace a 
bulb. 
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LiviNCj WiTIt YOUR MOTOR HOME 

Overhead vents are located in the galley and bathroom areas 
for fresh air circulation and exhausting heat, odors and water 
vapor. 

Turn the crank in the center of the vent to open and adjust. 
Some vents may also be equipped with a 12-volt fan. A switch 
controls fan operation. Be sure to turn the fan OFF before 
closing the vent. 

Close the vents or lower them before traveling to avoid dam
age from wind and low overhead clearances. 

The vent may be cleaned from tbe top of tbe motor home. Use 
soapy water on the vent cover. The screens may be vacuumed 
or lightly brushed to remove accumulation of leaves or other 
debris. 

Lubricate the gears and mechanism yearly with a light', water 
resistant grease. 

In some models, loose folding chairs are provided for your 
convenience. The chairs are stored in tbe wardrobe cabinet. 

The monitor panel allows you to conveniently check the 
approximate levels in the water tanks and to check battery 
condition(s). It is located on an interior wall in the galley area. 

Electrical probes installed in the tanks measure the levels at 
various points in the tanks. 

OVERHEAd VENTS 

FoldiNq CHAiRS 
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LiviNq WiTh YOUR MOTOR HOME 

To check tank levels: 

Press "LEVELS TEST" switch. 

The E or empty indicator light will always be lit when the 
rocker switch is depressed. If the tank is full, all lights will be 
on. Lights are sequential, and indicate level in approximately 
1/3-tank increments. If the tank selected is approximately 2/3-
full, for example, lights E, 1/3 and 2/3 will be on. 

Erroneous tank level indications can be caused by: 

a. Water with low mineral content. The level is measured by a 
very low level electrical signal traveling through the liquid. 
Some water may not conduct the signal properly. This condi
tion may be infrequent, but can exist. Check the panel read
ing when the fresh water tank is filled. 

b. Material trapped on the sides of the holding tanks may give a 
full reading when the tank is actually empty. 

c. Motor home not level. 

To check the main (house) batteries: 

1. Unplug the 120-volt AC shore cord and turn off the generator 
and chassis engines. 

2. Turn on a light or any 12-volt appliance. The battery must be 
checked with a load. 

3. Press BATTERY rocker switch on the panel. 

4. Read battery condition on the meter. Red is low, yellow is fair 
and green is good. 

. 

.II NOTE 
If the sensor probes 
mounted in the tanks get 
coated with grease, the 
monitor panel may indi
cate falsely or not at al/. 
Avoid pouring grease, 
oils or similar substances 
down drains or the toilet. 
If this is unavoidable, the 
holding tank(s) should 
be washed out with a 
soapy water solution. 
See your dealer for addi
tional information. 
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LiviNC, Wirh YOUR MOTOR HOME 

Your motor home was designed primarily for recreational use 
and short term occupancy. If you intend to occupy the motor 
home for an extended period, you should understand that the 
additi()nal wear will cause premature deterioration of structure, 
interior finishes, fabrics, carpeting, drapes, appliances and 
fixtures. You should also be prepared to properly manage and 
control condensation and the humid conditions that may be 
encountered. The relatively small volume, and tight, compact 
construction of modern recreational vehicles mean that normal 
living activities of even a few occupants will lead to rapid 
saturation of the air, and the appearance of visible moisture, 
especially in cold weather. 

Just as moisture collects on the outside of a glass of cold water 
during humid weather, moisture can condense on the inside 
surfaces of your motor home during use in cold weather when 
humidity of the interior air is high. Water vapor will condense 
on the inside of the windows and walls as moisture, or in cold 
weather as frost or ice. It may also condense out of sight within 
the walls or the ceiling where it will manifest itself as stained 
panels. Appearance of these conditions indicates a condensation 
problem. When you recognize the signs of excessive moisture 
and condensation, you should take action to minimize their 
effects. 

You can reduce or eliminate interior condensation during cold 
weather by taking the following steps: 

» Ventilate with outside air. 

Partially open one or more roof vents and one or more win
dows to provide controlled cross flow circulation of outside air 
into the interior. While this ventilation will increase furnace 
heating load, it will greatly reduce, or eliminate, condensation. 
Even when it is raining or snowing, outside air will be far drier 
than interior air and will effectively reduce condensation. 
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LiviNCj WiTh YOUR MOTOR HOME 

» Reduce moisture released inside the motor home. 

Run the range vent fan when cooking and the bath vent fan 
(or open the bath vent) when bathing to carry water vapor out 
of the motor home. Avoid making steam from excessive 
boiling or use of hot water. Remove water or snow from 
shoes before entering to avoid soaking the carpet. Avoid 
drying overcoats or other clothes inside the motor home. 

» Ventilate closets and cabinets. 

During prolonged use in very cold weather, leave cabinet and 
closet doors partially open to warm and ventilate the interiors 
of storage compartments built against exterior walls. The 
airflow will warm the exterior wall surface, reducing or elimi
nating condensation and preventing possible ice formation. 

» Install a dehumidifier appliance. 

During prolonged, continuous use, a dehumidifying appliance 
may be more comfortable and effective in removing excess 
moisture from the interior air. While use of a dehumidifier is 
not a "cure-all", and ventilation, storm windows, and moisture 
reduction continue to be important, operation of the dehu
midifier will reduce the amount of outside air needed for 
ventilation. Heating load on the furnace will be reduced, and 
the interior will be less drafty. 

» Ventilate while driving 

Positive air ventilation will help reduce the buildup of moisture 
while driving. The movement of the motor home at highway 
speeds can cause a partial vacuum inside. This vacuum can 
draw in odors or dust from the outside through the windows 
or vents. Setting the dash heater/air conditioner controls to 
VENT or FRESH AIR will help create the positive air pres
sure needed to force out excessive moisture, odors or air
borne dust. 

Do not heat the motor 
home interior with the 
range or oven. Open 
flames add moisture to 
the interior air. Do not 
use an air humidifier in
side the motor home. 
Water put into the air by 
the humidifier will in
crease condensation. 
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LiviNlj WiTh YOUR MOTOR HOME 

FiRE SAFETY The hazard and possibility of fire exists in all areas of life, and 
the recreational life-style is no exception. Your motor home is 
a complex machine made up of many materials, some of them 
flammable. But like most hazards, the possibility of fire can 
be minimized, if not totally eliminated, by recognizing the 
danger and practicing common sense, safety and maintenance 
habits. 

AI WARNING 

The fire extinguisher furnished with your motor home is rated 
for Class B (gasoline, diesel fuel, grease, flammable liquids) 
and Class C (electrical) fires since these are the most common 
types of fires in vehicles. Read the instructions on the fire 
extinguisher. Know where it is located and how and when to 
use it. Remember that portable fire extinguishers are appli
ances intended for use by the occupants of a building or area 
that is threatened by fire. They are most valuable when used 
immediately on small fires. They have a limited amount of 
fire-extinguishing material, and therefore must be used prop
erly so this material is not wasted. 

Fire extinguishers are pressutized, mechanical devices. They 
must be handled with care and treated with respect. They must be 
maintained as outlined in any maintenance instructions provided 
with the device so they are ready to operate properly and safely. 
Parts or internal chemicals may detetiorate in time and need 
replacement. Always follow maintenance and recharging instruc
tions provided by the fU'e extinguisher manufacturer. 
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Urethane foam is flam
mable! 

Do not expose urethane 
foams to open flames or 
any other direct or indi
rect high temperature 
sources of ignition such 
as burning operations, 
welding, burning ciga
rettes, space heaters or 
unprotected electric light 
bulbs. 

Once ignited, urethane 
foams will burn rapidly, 
releasing great heat and 
consuming oxygen very 
quickly. 

In an enclosed space the 
resulting deficiency of 
oxygen will present a 
danger of suffocation to 
the occupants. Hazard
ous gases released by 
the burning foam can be 
incapacitating or fatal to 
human beings if inhaled 
in sufficient quantities. 



Lil/iNC; WiTh YOUR MOTOR HOME 

Explosive fuel clouds may be present at fuel filling stations. 
Before refueling (either diesel or LPG) be sure to turn off 
all pilot flames, their ignitors, and appliances in your motor 
home. Turning off the propane at the tank is insufficient. 

Pilotless appliances may still spark or pilot flames may not 
extinguish immediately. 

Instruct occupants on what to do in case of fire, and hold fire 
drills periodically. 

Maintain proper charge in the fire extinguisher. 

If you experience a fire while traveling, maintain control of 
the vehicle until you can safely stop. Evacuate the vehicle as 
quickly and safely as possiblq. 

If you experience a fire while camped, evacuate the vehicle as 
quickly and safely as possible. 

Consider the cause and severity of the fire and risk involved 
before trying to put it out. If the fire is major or is fuel-fed, 
move away from the side of the LP gas tank, stand clear of the 
vehicle and wait for the fire department or other emergency 
assistance . 

. If your motor home is damaged by fire, do not drive or live in 
it until you have had it thoroughly examined and repaired. 

FiRE SAFETY 

PRECAUTioNS 

WARNING 
Do not store or carry LP 
gas containers, or other 
flammable liquids inside 
your motor home. 
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LiviNCj WiTh YOUR MOTOR HOME 

A battery-powered smoke detector is mounted on the ceiling SMokE DETECTOR 
in the living/cooking area of your motor home. Please read the 
smoke detector operating instructions for details on testing 
and caring for this important safety device. 

Test the smoke detector after the motor home has been in 
storage, before each trip, and at least once a week during use. 

The smoke detector should never be disabled due to nuisance 
or false alarm from cooking smoke, a dusty furnace, etc. 

Ventilate your motor home with fresh air and the alarm will 
shut off. Do not disconnect the battery. 

Replace the battery once a year or immediately when the low 
battery BEEP signal sounds. 

If the smoke detector fails to operate with new batteries, 
replace it with a new unit, available through an authorized 
Fleetwood Service Center. 
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PLUMBING SYSTEMS 

The plumbing systems in your motor home are constructed of 
thermoplastic materials. Holding tanks and piping compo
nents are strong, lightweight, and corrosion resistant. 

Fresh water is available from either an external "city water" 
hookup or on-board storage. 

The external system is pressurized by the water system at an 
RV park or city water supply. The connection is located inside 
the utility compartment on the left side of the motor home. 

To connect to pressurized city water: 

1. Connect one end of a potable water hose to the RV park or 
city water supply. This will usually be a faucet or valve similar 
to your garden hose valve at home. 

2. Run the city water supply for a few seconds to clear the line. 
Turn off the water. 

3. Attach the other end of the potable water hose to city water 
connection. Make sure all connections are tight. 

4. Turn on the RV park/city water supply. Open all faucets inside 
the motor home to clear the lines. Then turn off faucets. 
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CAUTION 
Since water pressures at 
campgrounds vary, we 
recommend you install 
an in-line pressure regu
lator at the water supply 
faucet. This will protect 
the motor home water 
system and your supply 
hose from excessively 
high water pressure. 
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PlUMbiNq SYSTEMS 

To disconnect the city water: 

1. Turn OFF the city water supply. 

2. Remove the hose from the city water supply valve. 

3. Drain and store the hose on shelf provided. 

The on-board fresh water tank can be filled in two ways: (1) 
city water pressure or (2) gravity. 

1. City water pressure - When connected to the city water 
supply as described above, turn the bypass valve located in 
the utility compartment to "Water Tank Fill" from the "Normal" 
setting. This will fill the on-board fresh water tank. 

Make sure the external gravity fill connection is open (remove 
the cap) to allow air to escape from the on-board tank. When 
water flows out of this external fill, the on-board tank is full. 

After filling, turn the bypass valve to "Normal:' 

2. Gravity fill -The external gravity water fill is located inside the 
city water/cable compartment on the exterior of the motor 
home. The on-board water tank can be filled here. To fill the 
fresh water tank, remove the cap and fill the tank using a 
potable water hose. 

Check the monitor panel often to determine if the tank is full. 
If water is flowing from the top vent, your tank is overfilled. 
Stop filling. 

Avoid leaving the water in the tank when the motor home is 
not in use. To drain the fresh water tank, open the cold low 
point drain valve located in the basement utility compartment. 

FilliNG THE 
ON-BoARd 

WATER TANk 

N 
Overtilling the fresh water 
tank from a pressurized 
source will cause serious 
damage to the water tank 
or structural components. 
Monitor water tank filling 
continually. 
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Turn the water pump OFF before draining the water tank. 
Whenever possible, drain the fresh water tank before traveling. 
Water in the tank will reduce the carrying capacity of the motor 
home. See Motor Home Loading section of the On The Road 
chapter. 

The on-board fresh water system is pressurized by a self-prim
ing, 12-volt DC pump. The pump operates automatically when 
the pump power switch is ON and a faucet is opened. When the 
faucets are closed, the pump shuts off. At free flow, the pump 
draws approximately 7 to 7-1/2 amps. It can run dry for extended 
periods without damage. See Electrical Systems chapter. 

Turn the pump master switch ON to pressurize the system. 
When a faucet is opened after the initial filling of the tank, the 
water may sputter for a few seconds. This is normal and is not 
cause for concern. The water flow will become steady when all 
air is bled from the water lines. 

PlUMbiNq SYSTEMS 

DRAiNiNCj THE 

FRESH WATER TANk 

WATER PUMP 
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PluMbiNCj SYSTEMS 

Dirt, mineral scale, and organic matter are filtered out of the 
fresh water system by an in-line water filter on the inlet side 
of the water pump. If you suspect a clogged filter, it is easily 
removed and cleaned. 

Inspect the filter after running the first full tank of water. 
Clean and inspect monthly thereafter. See illustration for filter 
location. 

1. Loosen the water line at the inlet end of the filter, and 
remove. 

2. Unscrew the filter cap from the filter. 

3. Remove the filter screen 

4. Flush out and clean screen. 

5. Reverse procedure to install. 

6. Operate the water pump and check for leaks. 

To drain hot and cold lines: 

1. Open HOT and COLD low pOint drain valves located in the 
basement utility compartment. 

2. After the water stops flowing close the low point drain valves. 

3. Open the valves to the outdoor wash down shower and 
depress the shower handle until all water has drained from 
the lines. 

WATER FilTER 

LoU! POiNT DRAiNS 

DisCOVERY - CopyniqhT 1997, FLEETWood EI'ITERpnisEs, INC. All niqhrs nESERVEd. 



Water system problems usually fall into two categories: 
Inherent system problems, and problems caused by neglect. 
System problems are usually the result of road vibration and 
campsite water pressure variations. Problems of neglect 
usually stem from failure to clean filters, improper winteriza" 
tion, and poor battery maintenance. Most water system prob
lems can be avoided by conscientious maintenance. 

Vibration, flexing and twisting while traveling can work pipe 
fittings loose. Check all plumbing for leaks at least once a 
year. If the water pump runs when a faucet is not open, sus
pect a leak. Be sure the tank drain valves are tightly closed. 
Leaks occur most often around threaded fittings. If necessary, 
tighten or clean and tighten the fittings. Do not overtighten 
fittings. Connections at galley and lavy fixtures should not be 
tightened with a wrench. They will normally seal with hand
tightening. If a leak persists at one of the fittings, disconnect it 
completely and check for mineral deposits or other foreign 
matter at the seating surfaces. Clean the surfaces thoroughly 
and reinstall the fitting. 

Connections at the water tank, pump and valves are made 
with special clamps. They can be replaced with standard 
automotive type hose clamps. 

Leaks caused by freezing damage can be prevented by proper 
winterization of the system. See the Storage chapter of this 
manual. Freezing damage is usually extensive and may in
clude a burst water tank, split piping, and a damaged water 
pump, toilet, and water heater. If you experience this type of 
damage, repairs can best be made by an authorized Fleetwood 
dealer. 

PLuMbiNG SYSTEMS 

TRoublESHOOTiNG 
THE FRESH 

WATER SYSTEM 

LEAks 
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PlUMbiNq SYSTEMS 

Sanitize the fresh water tank and piping approximately every 
three months, and whenever the motor home sits for a pro
longed period. This will discourage the growth of bacteria and 
other organisms that can contaminate the water supply. Use a 
chlorine/fresh water rinse as follows: 

1. Prepare a solution of '/4-CUp household liquid chlorine bleach 
(5% sodium hypochlorite) to one gallon of water for each 15 
gallons of tank capacity. 

2. Close drain valves and faucets, pour the chlorine solution into 
the exterior fresh water tank filler spout, and complete filling 
with fresh water. 

3. Turn water pump switch ON. (Be sure you have 12-volt DC 
power.) Open all faucets individually until water flows steadily, 
then turn them off. This will purge any air from the lines. 

4. Top off water tank with fresh water and wait three hours. 

5. Drain the entire system by opening the HOT and COLD low 
point drain valves, faucets, and the safety valve at the top of 
the water heater. Remove the drain plug from the bottom of 
the water heater. 

6. Flush the system with drinking quality water. Let the fresh 
water flow through the system for several minutes to flush out 
the chlorine solution. 

7. After you stop the flushing, close the low point drain valves, 
faucets, and water heater safety valve. Replace the drain plug 
in the water heater. 

A shower fixture is mounted in the basement utility compart
ment, located on the left center of the motor home. The water 
pump must be ON or city water pressure must be available for 
the shower to operate. 

SANiTiziNG THE 
FRESH WATER 

SYSTEM 

EXTERioR SHOWER 
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The water filter cartridge helps provide consistent drinking 
water quality as you travel. The filter cartridge is located in 
the cabinet under the sink. Your Owner's Information Package 
contains detailed operating and maintenance instructions 
concerning this system. 

Please note that the cold faucet at the galley, and the icemaker 
are the only outlets for the filtered water. Although this filtered 
water is not available at the other galley and lavy outlets, the 
water available at those outlets is filtered by the water pump 
filter. Note also that this system is not designed for or effective 
in removing or neutralizing bacterial contaminants. 

The waste water system in your motor home is made up of 
sinks, tub, shower, toilet, plumbing drain and vent lines, a 
grey water holding tank, and a black water holding tank. 

The water from the sinks and shower drains into the grey 
water tank, the toilet drains into the black water tank. The 
holding tanks make the system completely self-contained and 
allow you to dispose of waste water at your convenience. A 
flexible sewer hose is required to connect the holding tank 
outlet to the inlet of an approved waste water dump station or 
sewer system. 

The drain plumbing is similar to that used in your home. The 
system is trapped and vented to prevent waste gases from 
backing up into the motor home. The drain plumbing is made 
of ABS plastic, and is durable and resistant to most chemicals. 

PlUMbiNq SYSTEMS 

DRiNkiNq WATER 
FilrER SYSTEM 

.II NOTE 
Turn water pump all be
fore traveling. Road vibra
tion could cause a faucet 
to open. If the water pump 
is on, any fresh water in 
the fresh water tank 
could be pumped into the 
holding tank. 

WASTE WATER 

SySTEM 
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PIUMbiNq SYSTEMS 

Your motor home is equipped with a toilet designed for use in 
marine and RV applications. It may differ in some respects 
ftom residential toilets. Please follow the operating instruc
tions found in your Owner's Information Package. 

The holding tanks terminate in a valve arrangement that 
permits draining each tank separately. 

The valves are called knife valves, and are mounted in the 
utility compartment located at the left center of the motor 
home. A blade closes the opening in the sewer drain pipes. 
The blade is connected to a T-handle that is pulled to release 
the contents of the tank(s). 

During self-containment use, the sewer line is securely capped 
to prevent leakage of waste material onto the ground or pave
ment. Do not pull the holding tank knife valve open when 
the protective cap is installed on the pipe. Always drain the 
tank into an acceptable sewer inlet or dump station. 

Whenever possible, drain the holding tanks before traveling. 
Waste water and sewage in the holding tanks reduce the 
carrying capacity of the motor home. See the Motor Home 
Loading section in the On The Road chapter in this manual. 

Drain the holding tanks only when they are at least 3/. full. If 
necessary, fill the tanks with water to 3/. full. This provides 
sufficient water to allow complete flushing of waste material 
into the sewer line. 

During extended or semi-permanent hookups to sewage 
systems, waste materials will build up in the tank and cause 
serious plugging if the tank valves are continuously open. In 
these cases, keep the valves closed until the tanks are 3/. full, 
and then drain into the sewage system. 

ToilET 

DRAiNiNG THE 

Ho/diNq TANks 

WARNING 
Holding tanks are en
closed sewer systems 
and as such must be 
drained into an approved 
dump station. Both black 
and grey water holding 
tanks must be drained 
and thoroughly rinsed 
regularly to prevent ac
cumulation of harmful or 
toxic materials. 
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The holding tank drain valve outlet is to be used with a re
movable termination fitting that locks onto the outlet with a 
clockwise twist. Clamp the sewer drain hose to this fitting. A 
protective cap should remain in place when you are not drain
ing the tanks. 

To drain the holding tanks: 

1. Attach the sewer hose to the holding tank outlet. Insert the 
end of the hose into the sewer or dump station inlet, pushing 
it firmly far enough into the opening to be secure. In some 
cases, adapters may be necessary between the line and the 
inlet. 

2. Arrange the sewer hose so it slopes evenly. 

3. Drain the black water holding tank first. Grasp the handle of 
the black water knife valve (the large one) firmly and slide the 
valve open with a quick, steady pull. 

4. Allow enough time for the tank to drain completely. Rinse and 
flush the tank through the toilet. 

5. When the tank is empty, push the handle in to close the valve. 

6. Run enough water into the tank to cover the bottom. This will 
aid the break up of solid wastes. 

7. To drain the grey water tank, repeat the steps above using the 
small knife valve. This tank is drained last to aid in flushing 
the outlets and hose. The grey water knife valve may be left 
open in a semi-permanent hookup. 

8. Remove the sewer hose and cap the outlet. 

9. Rinse out the sewer hose with fresh water and remove the 
sewer hose from the dump station. 

10. Replace sewer or dump station covers. 

PlUMbiNq SYSTEMS 

.1'1 NOTE 
Local or state regulations 
may prohibit highway 
travel unless the holding 
tank outlet is securely 
capped. 

Please ... Practice good 
housekeeping when drain
ing wastes at a campsite or 
disposal station. Leave the 
site in good order. Above 
all, do not pollute. 
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PlUMbiNlj SYSTEMS 

Since holding tanks don't rely on any sophisticated mechani
cal devices for their operation, they are virtually trouble tree. 
The most common problem is also an unpleasant one-clog
ging. You can minimize the chances of clogging by keeping 
the following considerations in mind: 

» Keep the black water tank knife valve closed. Fill tank to at 
least'!. full before draining. Be sure to cover the tank bottom 
with water after draining. 

» Use only toilet tissue formulated for use in septic tank or RV 
sanitation systems. 

» Keep both knife valves closed and locked, and the drain cap 
tightly in place when using the system on the road. 

» Use only cleaners that are approved for use in septic tank or 
RV sanitation systems. 

» Use a special holding tank deodorant chemical approved for 
septic tank systems in the black water holding tank. These 
chemicals aid the breakdown of solid wastes and make the 
system much more pleasant to use. Do not put facial tissue, 
paper, ethylene glycol-based or other automotive antifreeze, 
sanitary napkins or household toilet cleaners in the holding 
tanks. 

» Do not put anything solid in either tank that could scratch or 
puncture the tank. 

HoldiNG 
TANk CARE 
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If the drain system does get clogged: 

» Use a hand-operated probe to loosen stubborn accumulations. 

» Seriously clogged P-traps may require disassembly. Be 
careful not to overtighten when reassembling. 

» Do not use harsh household drain cleaners. 

» Do not use motorized drain augers. 

» Sometimes the holding tank valve will get clogged. In this 
case, a hand-operated auger may be necessary. Be ready to 
close the valve quickly once the clog is cleared. If the seal 
gets damaged, it is easily replaced. 

PIUMbiNq SYSTEMS 
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ELECTRICAL SYSTEMS 

Your motor home is equipped with three electrical systems: 

the chassis 12-volt system 

the Fleetwood 12-volt house system 

the 120-volt AC system. 

They operate together to give you electrical power for many 
different situations. 

These electrical systems comply with all regulations and 
codes in effect at the time the motor home was built. 

This is the chassis 12-volt or vehicle electrical system. It 
includes 

the vehicle batteries 

engine charging system 

ignition system 

ChAssis 12 ... Voh 
ELECTRicAL SYSTEM 

instrument panel and controls 

the headlights, taillights, turn signals 

other vehicle lights and accessories. 

The l2-volt chassis breaker box is located in the left side rear 
battery compartment under the front hood on the driver's side. 
Auto-resetting circuit breakers will interrupt the flow of electricity 
if a circuit is overloaded. 
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CHAssis Bulbs 
ANd FUSES 

CAUTION 
Always replace bulbs 
and fuses with equiva
lent types. The type is 
marked on the bulb or 
fuse. 



ELECTRicAL SYSTEMS 

This house battery system includes: 

all 12-volt interior lighting fixtures & outlets 

fresh water pump 

FLEETwood 12"Voh 
HOUSE SYSTEM 

12-volt accessories 

solar panel 

Twelve-volt power is provided by two, special deep-cycle, 
high capacity 6-volt storage batteries located in the battery 
compartment. Power is also provided by an AC/DC power 
converter for use when the motor home shore cord is plugged 
into a 120-volt AC power source or when the generator is 
operating. Battery charge is maintained by the motor home 
engine alternator, or by the converter. A power inverter sup
plies 120-volt AC power from these batteries. 

The 12-volt fuses protect individual circuits. If the circuit is 
overloaded, it will blow the fuse and the fuse must be re
placed. Check the circuit for an overload. Remove the over
load and replace the fuse with the same type and amperage 
rating. The Fleetwood 12-volt fuse panels .are located in the 
basement 120-volt shore cord compartment and under the 
refrigerator. 

"'I NOTE 
Power for living area ra
dios and tape decks is 
available from either the 
chassis or house batter
ies, A switch on the 
monitor panel allows you 
to select the power 
source, If you use the 
radio, tape decks, or 
other 12-volt DC equip
ment for long periods of 
time when the motor 
home engine is no( run
ning, either battery may 
be discharged, 
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Your motor home has two battery systems. One system sup
plies 12-volt DC power to start the vehicle engine and genera
tor. The other system supplies 12-volt DC power to the house 
living area. 

Some accessories or equipment such as clocks, radios or the 
refrigerator may draw small amounts of current even when 
turned OFF. A relay-operated disconnect system allows you to 
disconnect either the chassis batteries or the coach batteries or 
both. Disconnecting the batteries will help reduce the likeli
hood of battery discharge over long storage periods. 

If you plan to store the motor home for over ten days, press 
the disconnect switches to OFF. Remember to press the 
switches to ON when you take the motor home out of storage. 

The battery disconnect switches are located on the monitor 
panel in the galley area. 

Check the external condition of the batteries periodically. 
Look for cracks in the cover and case. Check the vent plugs 
and replace any that are cracked or broken. Keep the batteries 
clean. Acid film and dirt on the battery tops may permit 
current to flow between the terminals and discharge the 
batteries. 

To clean the battery: 

1. Be sure the vent caps are installed and tight. 

2. Wash the battery with a diluted solution of baking soda and 
water to neutralize any acid present. 

ELECTRicAL SYSTEMS 

BATTERiES 

BATTERY 

DisCONNECT 

WARNING 
Disconnecting both bat
tery systems will disable 
the carbon monoxide 
detector and the LP gas 
leak detector. 

~I NOTE 
When charging the 
house batteries, the bat
tery disconnect switch 
must be ON. 

BATTERY 

INSPECTioN 

ANd CARE 

WARNING 
Do not use the motor 
home when the house 
batteries are discon
nected. The power step 
will not operate as 
designed if the house 
batteries are discon
nected. If the step is not 
in the correct extended 
position, you may be 
injured if you step out of 
the motor home. 
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ELECTRicAL SYSTEMS 

3. Flush with clean water. Foaming around terminals or on top 

of the battery is normal acid neutralization. Avoid getting 

the soda solution in the battery. 

4. Dry the cables and terminals. 

5. Do not use grease on the bare metal inside the cable 

terminals to prevent corrosion. Grease is an insulator. 

Electricity will not flow through it. A plastic ignition spray 

will protect the terminals after you have cleaned and 

reinstalled them. 

6. Check the battery, including water level, at least once a 

week. Keep the carrier and hold down hardware clean and 

free of corrosion and chemical accumulation. 

WARNING 
Disconnect the 120-volt 
shore cord and the nega
tive terminal from the 
coach batteries before 
working on either electri
cal system. If you work 
on the electrical systems 
with the power cord con
nected,' you may be 
shocked, electrocuted, 
or severely burned. 

WARNING 
move rings, metal 

watChbands, and other 
metal jewelry before 
working around a bat
tery. Use caution when 
using metal tools. If a 
tool contacts a battery 
terminal or metal con
nected to it, a short 
circuit could occur which 
could cause personal 
injury, explosion or fire. 

WARNING 
Do not allow battery 
electrolyte to contact 
skin, eyes, fabrics, or 
painted surfaces. The 
electrolyte is a sulphuric 
acid solution which could 
cause serious personal 
injury or property dam
age. Wear eye protection 
when working with 
batteries. 
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Both sets of batteries will be kept charged by the chassis 
charging system while you are driving. The AC/DC power 
converter will also charge both sets of batteries when con
nected to 120-volt AC power through shore cord service or by 
operating the generator. If the batteries are disconnected while 
the shore cord is plugged in or the generator is operating, the 
batteries will not be charged. If the batteries need to be 
charged from a different charging source, please follow these 
safety guidelines: 

» Leaving a charger connected to a battery for an extended 
period of time can shorten battery life. 

» Do not smoke near batteries being charged or which have 

been recently charged. Please note that batteries are being 
charged while you drive, and while you are connected to 120-

volt AC power through the converter/charger circuit. 

» Do not break live circuits at the terminals of the battery. Use 
care when connecting or disconnecting booster leads or 
cables. Attaching booster cables, and poor connections are a 

common cause of electrical arcs which can cause explosion. 

» Check and adjust the electrolyte level before charging. Fill 

each cell to the indicator with distilled water. 

» Always remove all vent caps before charging the battery. 

» Do not charge the battery at a rate that causes the electrolyte 

to spew out. 

When the battery requires replacement, always choose a battery 
with the same physical and electrical characteristics as the 
original equipment. Your dealer or an authorized Fleetwood 
Service Center can advise you on proper battery selection. 

ELECTRicAL SYSTEMS 

BATTERY CHARGiNG 

WARNING 
Never expose the battery 
to open flame or electric 
spark. Chemical action 
in the battery generates 
hydrogen gas which is 
flammable and explo
sive. Do not allow battery 
electrolyte (acid) to con
tact skin, eyes, fabrics, or 
painted surfaces. 

SElECTiNG A 
REplACEMENT 

BATTERY 
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ELECTRicAL SYSTEMS 

The solar charging panel installed on the roof of your motor 
home is designed to "trickle-charge" your battery systems. It 
is not intended to be a fast charger. It also cannot supply large 
amounts of current to operate 12-volt DC electrical equip
ment. When the sky is clear and under bright sun, the solar 
panel will help keep your batteries "topped-up". Do not try to 
operate 12-volt DC appliances with the output of the solar 
panel. A light on the monitor panel indicates when the solar 
panel is operating. 

The panel can be expanded with optional expansion panels, Con
tact your dealer for more information on these optional panels. 

You can use the Auxiliary Start System to start the chassis 
engine or the generator with the house batteries if the chassis 
battery is discharged. If the chassis engine alternator is operat
ing properly, both battery systems will be charged while 
driving. 

To use the Auxiliary Start System to start the chassis engine: 

1. Be sure the motor home is stopped. Shift the transmission 
to N and apply the parking brake. 

2. Press and hold the Auxiliary Start switch on the instru
ment panel. 

3. Start the chassis engine with the ignition switch. 

4. Release the Auxiliary Start switch. 

To use the Auxiliary Start System to start the generator: 

1. Press and hold the Auxiliary Start switch on the instru
ment panel. 

2. Press the generator start switch until the generator is running. 

3. Release the Auxiliary Start switch. 

SOlAR PANEl 

AuxiliARY START 
SYSTEM 
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ELECTRicAL SYSTEMS 

This system provides grounded 120-volt AC electrical service 
for appliances such as air conditioners, TV's, microwave 
oven, etc. This system includes: 

the generator 

the main electrical power cord ("shore cord") 

the DC inverter 

The 120-volt AC house electrical panel is located under the 
refrigerator. This panel is very similar to a residential breaker 
panel. 

Your motor home is equipped with one heavy duty, 30-amp 
power cord. It is commonly called the "shore cord". This cord 
is used to connect to external 120-volt AC service. The cord 
will supply power to all 120-volt appliances and outlets. The 
cord and connector is molded together to form a weatherproof 
cable assembly. Do not cut or alter the cable in any way. Do 
not remove the ground pin in the cable connector, or defeat 
the ground circuit in the motor home. 
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120 ... Voh 
SYSTEM 

WARNING 
Do not operate the 120· 
volt electrical system 
without a proper ground. 
Electrocution or severe 
electrical shock could 
result. 

CAUTION 
Lightning strikes during 
thunderstorms may af
fect the electrical system 
in your motor home. 
Sensitive electronic 
equipment may be dam· 
aged by the electrical 
spikes and surges 
caused by electrical dis
turbances in the atmo
sphere. Disconnect tl;le 
electrical power cord and 
cable TV service if you 
expect atmospheric 
electrical disturbances. 

POWER CORd 

Hook ... Up 



ELECTRicAL SYSTEMS 

To connect the power cord to external service, push the plug 
straight into the receptacle until it seats completely. See the 
illustration. 

Push power cord in until it seats completely 

The AC/DC converter will automatically supply 12-volt DC 
power when your motor home is operating on 120-volt from 
the generator or a public utility. It will also charge both bat
tery systems. 

Your motor home is equipped with a LP-powered generator 
located in the front of the vehicle. It will provide complete 
electrical self-containment when regular public utility AC 
power is unavailable, or use of the inverter is not practical. 
Controls are located on the instrument panel. 

POWER CONVEllTER 

GENERATOR 
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With the generator operating, power is available at all of the 
120-volt power outlets in the motor home, just as if the main 
power cord were connected to an external source. The genera
tor is also connected to the power converter, and will supply 
12-volt DC power as well. 

Fuel for the generator is taken from a separate LP fuel tank. 
This arrangement prevents the generator from running the 
motor home LP gas tank dry .. 

To start the generator: 

Press START switch until generator is running. 

ELECTRicAL SYSTEMS 

~I 

GENERATOR 

FUEl Supply 

GENERATOR 

OPERATioN 

NOTE 
Refer to the generator 
operating instructions 
provided in your Owner's 
Information Package for 
information before start
ing the generator. Do not 
start the generator unit 
with a heavy power load. 
Always wait at least three 
minutes . after starting 
generator before turning 
on (or plugging in) heavy 
electrical loads, such as 
the roof air conditioner. 
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ELECTRicAL SYSTEMS 

Read and understand the generator operating, maintenance 
and safety instruction furnished in your Owner's Information 
Package. 

» Do not smoke or use an open flame near the generator unit 
or fuel tank. 

» Do not use generator ventilation air for heating any inte
rior living space. Ventilating air can contain high concen
trations of deadly gases, including carbon monoxide. 

» Check engine fuel lines often. Fuel leakage in or around 
the compartment is an extreme fire hazard. Do not use the 
generator until fuel leaks are repaired. 

» Be aware of exhaust gas (carbon monoxide) poisoning 
symptoms. Refer to the section on Carbon Monoxide 
Safety Precautions in the On The Road chapter. 

» Check the generator exhaust system after every eight 
hours of operation and whenever the system may have 
been damaged, and repair any leaks or obstructions before 
further operation. Disconnect the battery before perform
ing any maintenance on the generator. Allow the generator 
to cool before performing any maintenance. 

» Do not use the generator as an emergency power source to 
a general residential or industrial utility line. This is illegal 
and may cause shock or electrocution to power line utility 
personnel attempting to repair power lines. 

WARNIN 
Do not under any circum
stances operate the gen
erator while sleeping. You 
would not be able to moni
tor outside conditions to 
assure that generator ex
haust does not enter the 
interior, and you would not 
be alert to exhaust odors 
or symptoms of carbon 
monoxide pOisoning. 

WARNING 
Do not place flammable 
material or store any 
other materials in the 
generator compartment. 

WARNING 
Do not operate the gen
erator when parked in or 
near high grass or brush. 
Exhaust heat may cause 
a fire. 

GENERATOR 

OPERAriNq SAFETY 

PRECAUTioNS 

WARNING 
Do not block the genera
tor ventilating air inlets or 
outlets. The engine re
quires a constant supply 
of cooling air. Restricted 
ventilating air inlets or 
outlets can cause engine 
failure or fire from engine 
overheating. 

WARNING 
Exhaust. gases are 
deadly. Inspect the gen
erator exhaust system 
thoroughly before start
ing the generator engine. 
Do not block the tail pipe 
or situate the motor home 
in a place where the ex
haust gases have any 
possibility of accumulat
ing either outside, under
neath, or inside your ve
hicle or any nearby ve
hicles. Outside air move
mentscan carry exhaust 
gases inside the vehicle 
through windows or other 
openings remote from 
the generator exhaust. 
Operate the generator 
only when safe disper
sion of exhaust gases 
can be assured, and 
monitor outside condi
tions to be sure that ex
haust gases continue to 
be dispersed safely. 

Do not modify the gen
erator installation or ex
haust system in any way. 
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The power inverter is designed to provide 120-volt AC power 
to the rear TV, one receptacle, VCR and front TV only. The 
inverter uses 12-volt DC power from the house battery system 
and transforms it into 60-cycle, 120-volt AC power to run 
some of the appliances in the motor home. Controls are 
located on the monitor panel. 

Because the inverter uses 12-volt DC power, extended use of 
any available appliance can run the batteries down. A low 
power indicator and automatic shut down system built into the 
inverter can help prevent deep battery discharge. When the 
inverter shuts down, the batteries will require recharging from 
the generator, converter, or an external AC power source, the 
solar charger, or the engine alternator. 

Bathroom, galley, and patio 120-volt electrical outlets are 
protected by a Ground Fault Circuit Interrupter (GFCI). 
This device is intended to protect you against the hazards of 
electrical shocks possible when using electrical appliances in 
the bathroom or galley or in damp areas. Should a circuit or 
appliance (electric shaver, hair dryer, etc.) develop a potential 
shock hazard, the GFCI device is designed to disconnect the 
outlet (and other outlets on the same circuit), limiting your 
exposure time. 

Test the GFCI at least once a month. To test the GFCI: 

1, Connect the main power cord to 120-volt AC. 

2. Push the TEST button. The RESET button should pop out, 
indicating that the protected circuit has been disconnected. 

ELECTRicAL SYSTEMS 

POWER INVERTER 

./L NOTE 
The roof air conditioners 
cannot be operated on 
power supplied by the 
inverter. The motor home 
must be plugged into an 
external AC service or 
the generator must be 
operating to run the air 
conditioners. 

GROUNd FAUlT 

CiRCUir INTERRUPTER 

(GFCI) 

./1 NOTE 
If an outlet doesn't work, 
check the GFCI. Reset it 
if necessary. If the GFCI 
continues to trip, have 
the motor home electri
cal system checked at an 
authorized Fleetwood 
Service Center or by a 
qualified electrician. 
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ELECTRicAL SYSTEMS 

3. If the RESET button doe$ not pop out when the te$t button 
i$ pU$hed, a 10$$ of ground fault protection is indicated. Do 
not use any electrical outlets. Have the motor home 
electrical system checked at an authorized Fleetwood 
Service Center or by a qualified electrician. Do not use the 
system until the problem has been corrected. 

4. To restore power push the RESET button. 

Your Owner's Information Package contains a card that can 
be used to record test dates. Keep the card in a conspicuous 
place and keep it up to date. 

Because of the many model, floor plan and option variations 
available, detailed wiring diagrams are not included in this 
manual. In certain situations, specific wiring diagrams may be 
available to help troubleshoot a problem. If you need specific 
wiring information, please contact your Fleetwood manufac
turing facility. 

WARNING 
Do not install 12-volt fuses 
or 120-volt breakers with 
amperage ratings greater 
than that specified on the 
device or label. DOing so 
constitutes a fire hazard. 

ELECTRicAl 
DiAGRAMS 
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ELECTRicAL SYSTEMS 

The dual air conditioners are controlled by the Electronic Cli
mate Control system. This system allows both automatic and 
manual control of the rooftop air conditioners and the furnace(s) 
in your motor home. 

ELECTRONIC 

CLIMATE 

CONTROL 

SYSTEM The system will automatically control the air conditioner tem
perature, and when in the AUTOMATIC mode, it will control 
the fan speed to provide the necessary cooling at the quietest fan 
speed. II NOTE 

The system also monitors the current being drawn by all the 
electrical appliances in the motor home. Since the air condition
ers draw a large amount of cunent, the climate control system 
may turn them off to prevent circuit overload. Once the system 
turns them off, it will keep them off as long as required, and then 
automatically return them to normal operation. 

The system is designed to operate from 120-volt, 3D-amp AC 
service ONLY. Connection of the motor home to any other 
power source will cause improper operation of the system. If 
only 20-amp service is available, CUlTent load management must 
be done manually by the owner and only one air conditioner can 
be operated at anyone time. 
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A troubleshooting guide 
and function manual that 
explains this system is 
included with your motor 
home Owner's Informa
tion Package. 
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LP GAS SYSTEM 

Liquefied petroleum (LP) gas is the fuel used to operate the range, 
oven, furnace and water heater in your motor home. It is also used to 
power some refrigerators. LP gas is safe if it is handled and stored 
carefully and properly. It allows you to have the conveniences of home 
wherever you travel. 

The LP gas storage tank is mounted on the motor home chassis. The 
gas is stored in the tank as a liquid under pressure. A pressure regulator 
controls the flow of the gas to your appliances. 

A typical LP gas tank installation is illustrated below. Although specific 
details of the system may differ in your motor home, the major compo
nents and their relationships will be similar to those shown. 

1. LP gas tank 
2. Sight gauge 
3. Automatic Stop fill valve 
4. Main shut-off valve 
5. Regulator assembly 
6. LP gas hose 
7. LP detector shut off 
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LP CAS SYSTEM 

As with any other volatile and flammable material, LP gas 
must be handled and used with caution. Because LP gas 
systems are so reliable, they are often taken for granted. 
Neglect can be a very dangerous habit. If the system is main
tained regularly, you can expect almost trouble-free operation. 

LP gas is flammable and potentially explosive. Use 
proper handling, lighting and ventilating procedures. 

1. The distinctive odor of LP gas indicates a leak. If you 
smell gas: 

Do not touch electrical switches. Extinguish all open 
flames, pilot lights and all smoking materials. Shut off 
the gas supply at the tank valve(s) or gas supply con
nection. 

Open the door and leave the area until the odor clears. 

Have the gas system checked by a professional and the 
cause of the leak corrected before using the motor 
home again. 

2. Inspect the entire LP gas system for leaks or dam
aged parts before each trip and before filling tank. See 
section on "LP Gas System Leak checks". 

3. Never check for leaks with an open flame. Use an 
approved leak detection solution or a non-ammoniated, 
non-chlorinated soap solution only. If the leak cannot be 
located, take the unit to an LP gas service representa
tive. 

4. Always be careful when drilling holes or fastening 
objects to the motor home. The gas supply lines could 
be punctured by a nail or screw. 

LP GAS 

SAFETY 
PRECAUTioNS 
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WARNING 

5. Do not restrict access to LP tanks. In an emergency, 
the tank service valve must be easily identified and 
accessible. The tank compartment door must always be 
unlocked, and the LP label should be visible. 

6. Do not carry or store filled or empty LP gas contain
ers. Including accessories such as gas barbecues, in 
your motor home. LP gas containers are equipped with 
a safety device that relieves excessive pressure by 
discharging gas to the atmosphere. Leaks can occur at 
valves and fittings. Always store LP tanks outside with 
the valves closed and plugged. 

7. Do not use any LP gas tank other than the one 
furnished with your motor home without being sure that 
all connecting components are compatible. 

S. Turn off LP gas main valve before filling LP gas tank 
or entering an LP gas bulk plant or motor fuel service 
station. Turn off all pilot lights and appliances individu
ally before refueling of motor fuel tanks and/or LP gas 
containers. 

When not individually turned off, automatic ignition 
appliances rnay continue to spark when LP gas is 
turned off at the container. 

9. Do not fill LP gas containers to rnore than SO% 
capacity. Overfilling can result in uncontrolled gas flow 
which can cause fire and explosion, a properly filled 
container holds about SO% of its volume as liquid. 

10. LP gas regulators rnust always be installed with the 
diaphragrn vent facing downward. Make sure that the 
regulator vent faces downward and that the cover is kept 
in place to minimize vent leakage which could result in 
excessive gas pressure causing fire or explosion. 

LP CAS SYSTEM 
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LP GAS SYSTEM 

AI WARNING I 
11. Do not use a wrench or pliers to close the tank shut
off valve. This valve is designed to be closed leak tight 
by hand. If a tool is required to stop a leak, the valve 
probably needs repair or replacement. 

12. If you do not have the special tools and training 
necessary, do not attempt to repair or modify LP gas 
system components. 

13. Always think safety. 

The hoses used in your LP gas system meet UL or CSA re
quirements. Although they are designed for efficient and 
trouble free use, they can be damaged by sunlight and impuri
ties in the air. The average life of LP hoses is two to three 
years. Check the hoses for signs of deterioration every time 
you have the gas tank filled or serviced. When you replace 
hoses, be sure that replacements are properly rated and ap
proved for RV use. 

The regulator is the heart of the LP gas system. It reduces the 
high pressure of the gas in the tank down to the pressure that 
the appliances require. This pressure reduction occurs in two 
stages for safety and efficiency. 

SYSTEM 

COMPONENTS 

HOSES 

LPGAS 

RECjUIATOR 
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The regulator is equipped with a vent. This vent must stay 
clean and open. The most common causes of regulator prob
lems are clogging from corrosion, dirt, insect nests or other 
material. Even a small piece of material that finds its way into 
the vent can result in improper pressure in the system. This 
could damage the system or cause other parts of the system to 
fail. 

The regulator is mounted so that the vent is facing downward 
and is protected from water and dirt by a water-resistant cover. 
Be sure the cover is on at all times. If the vent becomes 
clogged, it can be cleaned with a toothbrush. If you see corro, 
sion, contact a qualified LP gas service technician for a re
placement regulator. 

Your LP gas system will function at low temperatures, as long 
as the system components are kept at a temperature above the 
vapor point of the LP gas. Ask your LP gas supplier or your 
motor home dealer for information on LP gas blends available 
in your area and the areas in which you will be traveling. 

The availability of gas is reduced at lower temperatures. With 
this in mind, keep your LP tank as full as possible during cold 
weather. Check the BTU/hr. rating plates on your LP gas 
appliances. This information will help you manage your LP 
gas use in the best way. 

LP gas systems can freeze up in very cold weather. Some 
people believe that the regulator or the gas itself freezes. 
Actually, the gas does not freeze. The moisture or water vapor 
that gets trapped in the system or absorbed by the gas freezes 
and causes the problem. This ice can build up and partially or 
totally block the gas supply. 

LP CAS SySTEM 

WARNING 
Do not attempt to adjust 
the regulator. It has been 
preset by the regulator 
manufacturer. If any ad
justment is required, it 
must be made by a 
qualified LP gas service 
technician using special 
equipment. 

USiNG lP 
CAS SYSTEM 

AT low 
TEMPERATURES 
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LP CAS SYSTEM 

To prevent LP gas system freeze up: 

1. Be sure thEi gas tank is totally moisture-free before it is filled. 
If you are not sure, have an LP servjce station inject an 
approved antifreeze or deicer into the tank. 

2. Be sure the tank is not overfilled. This is also a safety consid
eration. 

3. Have the gas tank purged by the LP gas service station if 
freeze up occurs. 

4. Be sure you have the proper gas blend for your traveling area. 
If you have the proper gas blend, it is very unlikely that the 
gas is at fault. If, despite precaution, you do experience 
freeze up, ask your LP gas supplier to service the tank or 
regulator as required. 

To fill the appliance or generator LP gas. tanks, drive the 
motor home to an LP gas supplier or a service station which 
sells LP gas. Do not attempt to fill the tank yourself. 

WARNING 
Do not fill LP gas con
tainers to more than 
80% capacity. Overfill
ing can resultin uncon
trolled gas flow which 
can cause fire and 
explosion. A properly 
filled container holds 
about 80% of its volume 
as liquid. 

FilliNG LP 
GAS TANks 

AI WARNING 
Turn off LP gas main 
valve before filling LP 
gas tank or. entering an 
LP gas bulk plant or mo
tor fuel service station. 
Turn off all pilot lights 
and appliances individu
ally before refueling of 
motor fuel tanks and/or 
LP gas containers. 
When not individually 
turned off, automatic ig
nition appliances may 
continue to spark when 
LP gas is turned off at 
the container. 
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The garlic-like smell of LP gas indicates a leak. Fittings, 
valves and couplings are the most common places for a gas 
system to leak. 

For your safety, check for leaks in your gas system each time 
the tank is filled and before each trip. Always check the 
system any time you detect a garlic-like odor. Listen for a hiss 
or hum when you turn the gas on. This may indicate a leak. 

The first time you have your LP tank filled, have the attendant 
bleed a little LP gas out of the small outage valve (this also 
lets you check that the tank is not overfilled) and note the 
odor. It should smell like garlic or onions. If you cannot detect 
this odor, you must take extra care in checking for leaks, as 
well as whenever you use LP gas appliances. 

To perform a leak check: 

1. Swab a mixture of an approved leak detection solution over 
each fitting, joint and connection in the system. 

2. Open the tank valve. 

3. Inspect each joint. 

4. If even the smallest bubbles appear at any joint, it is leaking 
and must be corrected. Take the motor home to an authorized 
Fleetwood service center or your LP gas service facility. Do 
not attempt to repair gas piping unless you have the proper 
tools and skill. 

Leaks most likely will occur where piping runs close to 
chassis and frame. Look for scrapes and cracks around pipe 
hangers. If you find defects in any part of the LP gas system, 
have it repaired or replaced before using the system. 

LP CAS SYSTEM 

LP GAS SYSTEM 

LEAk CllEcks 

WARNING 
Never check for leaks 
with an open flame. Qo 
not check for leaks using 
ammoniated or chlori
nated household type 
detergents. These can 
cause cracks to form on 
the metal tubing and 
brass fittings. If the 
leak cannot be located, 
take the motor home to 
an LP gas service 
representative. 
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LP CAS SySTEM 

Always check all exposed piping and fittings after you have 
arrived at a campsite and before you use any gas appliance. 
Travel and road shocks may have caused damage to the 
system that must be repaired before using the appliances. 

Keep the tank valve closed and tum off all appliances if the 
motor home is not being used. 

An LP gas leak detector is located near the floor in the galley 
area. The leak detector will sound a loud alarm if low levels of 
potentially dangerous LP gas are in the air. The leak detector 
will also disconnect the gas supply at the LP tank when it 
senses LP or similar gases such as hair spray or cleaning 
solvent. 

The detector unit is powered by both 12-volt DC systems in 
your motor.home. A power switch is located on the panel. A 
green light on the detector front panel indicates that the detec
tor has power. If the power switch is OFF, gas flow from the 
tank is cut off by a special electric valve located at the tank. 

Please note that the LP gas tank for the generator is not 
equipped with a leak detector, and gas flow from the 
generator LP gas tank will not be disconnected if the LP 
gas leak detector is activated. 

Test the leak detector each time the motor home is relocated 
and set up for use. 

WARNING 
Do not use pliers or a 
wrench to tighten valves. 
If a valve is not leak tight 
when closed by hand, 
see an LP gas service 
representative. 

LP LEAI( 
DETECTOR 

WARNING 
The LP gas leak detec· 
tor will not function if both 
battery disconnects are 
OFF. Refer to the Bat
tery Disconnect section 
in the Electrical Sys
tems chapter of this 
manual 
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Testing Procedure: 

1. Hold a butane-fueled pocket lighter neafthe sensor. 

2. Open the lighter valve without striking the flame. The leak 
detector should respond within a few seconds. 

3. Lightly fan the area around the detector to insure complete 
dispersion of the gas from the lighter, and to prevent another 
sounding of the alarm. 

4. To reset the alarm, turn OFF then ON. 

5. If the alarm does not sound during a test or if the green 
indicator light is not visible. See your dealer or an authorized 
Fleetwood Service Center. There are no batteries or user 
serviceable parts inside the unit. 

You will find detailed operating information for the LP gas 
appliances in your Owner's Information Package. Please read 
and follow these instructions. 

Air trapped in the gas lines may delay the first lighting of any 
appliance. It could take several seconds or minutes for the gas 
to reach the appliance. To purge some of the air from the gas 
system, first light a burner on the range. The other appliances 
will then light more quickly. 

We recommend lighting the pilot light at the range, if 
equipped, rather than individually lighting each burner. This 
will help prevent accidental leaks at the burner. Be sure to turn 
the pilot light OFF while traveling. 

LP CAS SYSTEM 

.II NOTE 
Remember to turn off the 
detector it you are not 
using your motor home. 
The detector draws 
enough current to dis
charge your battery. 

liGhTiNG 
LP GAS 

AppLiANCES 
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The appliances installed in your motor home are tested by 
independent laboratories and comply with rigid standards 
established by these organizations. All appliances are covered 
by Fleetwood's Ownercare Warranty program. Each appliance 
is also warranted by its manufacturer. 

The water heater operates on LP gas, and is much like the one 
in your home. It contains an automatic shut off valve which 
stops the gas supply if the water temperature rises too high. 
The water heater is reached through an access panel on the 
outside of the:} motor home. 

Turn on the hot water faucet at the galley sink. If water flows 
continuously the heater is full. 

ApPLIANCES 

./1 NOTE 
The individual appliance 
manuals included inyour 
Owner's Information 
Package contain de
tailed operating and 
maintenance instruc
tions. Always refer to 
the respective manual 
for the appliance in 
question. 

WARNING 
The water heater and fur
nace combustion ai r 
exhaust ports may be 
extremely hot when the 
water heater and furnace 
are operating. Do not 
touch these outlets or al
low any material to come 
near the exhaust ports 
while operating the water 
heater andlor furnace. 

WATER HEATER 

CAUTION 
Do not light water heater 
until it is filled with water. 
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AppliANCES 

This valve is provided to cut off the flow of water to the water 
heater. The bypass valve greatly reduces the quantity of 
antifreeze required to winterize the water system. The valve is 
located inside the bathroom lavy cabinet, galley cabinet, or 
bed. 

To bypass the water heater, turn the lever valve vertical. 
, To supply water heater with water, turn lever horizontal. 

Read the operating instructions furnished in your Owner's 
Information Package. Before operating the refrigerator when 
the motor home is parked, make sure it is level. If it is not 
level, the refrigerant will not circulate, cooling action will 
stop, and the refrigeration system may be damaged. 

The refrigerator uses the absorption principle of operation. If 
you plan to cool food or drinks in high outside temperatures, 
precool the food, and park the motor home with the refrigera
tor vent door in the shade. Once the interior of the refrigerator 
is cool, the refrigeration system will usually maintain this 
temperature. If the inside of the refrigerator is hot, the food is 
not precooled, and the outside temperature is high, it will take 
longer for your food to be cooled. 

The furnace is a forced-air unit fueled by LP gas. All furnaces 
are controlled by the Electronic Climate Control System. 

The furnace will not operate properly if your stored personal 
items block the free flow of air at the registers or the return air 
to the furnace. Storage under cabinets should be done care
fully so as to not crush or damage the furnace ducting. 

Smoke and fumes created as a result of burning off manufac
turing compounds are sometimes present the first time the 
furnace is used. This is normal; however, when you light the 

WATER HEATER 

BYPASS VAlvE 

RefRiGERATOR 

FURNACE 

NING 
Portable fuel-burning 
appliances are not safe 
for heating i,nside the 
motor home.Asphyxia
tion or carbon monoxide 
poisoning can occur. 
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furnace the first time, opeu all windows and doors until the 
residues are completely burned off. These materials should 
burn off after the first 15 to 20 minutes of appliance operation. 

Always follow the appliance manufacturer's lighting and 
operating instructions. 

The burners are operated with LP gas. The basic operation is 
the same as the range in your home. 

A warning label has been located in the cooking area to 
remind you to provide an adequate supply of fresh air for 
combustion. Unlike homes, the amount of oxygen is limited in 
an RV due to the size and construction of the vehicle. Proper 
ventilation when using the cooking appliances will prevent the 
dangers of asphyxiation. Refer to Lighting LP Gas Appli
ances section in the LP Gas System chapter of this manual. 

The range hood filters vapors and cooking odors. 

The 120-volt range hood is a recirculating type with a char
coal filter canister. This filter requires periodic maintenance. 
See the microwave/convection oven operating manual in the 
Owner's Information Package for more information. 

The range hood will only operate when the motor home has 
120-volt AC service supplied by an external hook-up, or the 
generator. 
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WARNING 
Do not use open flames 
to warm the living area. 
Gas combustion con
sumes the oxygen inside 
the motor home. 

RANGE 

Hood 



AppliANCES 

The roof-mounted air conditioners can operate only when the 
motor home is connected to 120-volt AC power from either a 
public utility or the generator. Be sure to turn the air condi
tioner circuit breakers ON. 

Each return air duct is equipped with a filter. Check these 
filters at regular intervals for accumulations of dust that could 
restrict air flow. To check the filters, remove the return air 
duct cover with a screwdriver. 

For best performance, park the motor home in the shade and 
close curtains. Close doors and windows and turn the tem
perature control knob for desired coolness. Refer to the air 
conditioner manufacturer's instructions for detailed operating 
and preventive maintenance requirements. Remember that air 
conditioners use a large portion of your available electric 
power. 

If additional equipment requiring 12-volt power is installed in 
the motor home. Obtain the 12-volt source from a properly 
fused battery circuit. Consult an authorized Fleetwood dealer 
before adding any additional equipment to your motor home. 

The 120-volt VCR can operate only when the motor home is 
connected to l20-volt power from either a public utility or the 
generator, or when the inverter is on. 

AiR 
CONdiTioNER 
til NOTE 

NOTE: Your motor home 
is equipped with a ceil
ing-ducted air condition
ing system. Each roof
mounted air conditioner 

. is connected to its own 
duct system and is inde
pendent of the other air 
conditioner. For most ef
ficient operation, adjust 
each vent so that is com
pletely open. If you 
change the ventopening 
to regulate air flow try not 
to restrict the vent open
ing to below 70% open. 
Restricting air flow below 
this opening will affect 
the efficiency of the air 
conditioner. 

AddiTioNAl 
EQuipMENT 

120"Voir VCR 
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Both TVs operate on 120-voltAC from the generator, public 
utility, or the inverter (powered by 12-volts DC). 

The video switcher, located in a front overhead cabinet, 
allows routing of the antenna, cable or VCR signals to both 
the front and rear TV s independent of each other. 

The roof-mounted antenna is designed for reception of VHF 
and UHF television signals. 

Before traveling, remember to lower the antenna and secure it 
to prevent damage to the antenna, motor home roof, or objects 
in the path of the antenna, such as overhead wires. Do not 
travel with the antenna raised. 

The antenna system is designed to accept and distribute signals 
from various satellite systems available as aftermarket accessories. 

A coax cable loop is located in the overhead compartment that 
allows connection of the satellite system. The PARK cable 
input jack is available for satellite system use. 

Before installing and connecting a satellite receiving system, be 
sure you are familiar with the components you intend to install, 
other hardware of components required, and how they are 
designed to work together. Always refer to the component 
manufacturer's installation/operation information before install
ing or operating a satellite TVRO system in your motor home. 

AppliANCES 

120"Voir 
TElEvisioNS 

VidEO 
SWircilER 

TV ANTENNA 

v'1 NOTE 
The antenna booster 
power supply must be 
turned off to prevent 
battery drain. A red indi
cator light will glow when 
the unit is on. 

SATELLiTE SYSTEM 
(TVRO) WiRiNG 
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AppliANCES 

The television and radio systems in your RV have been chosen 
to provide good performance under varied signal conditions. 
Occasionally, though, you may experience ghosts on TV, 
flutter when listening to FM broadcasts, or other signal inter
ference. 

The fault is normally not with your receiver or antenna sys
tem. The idea that antennas, whether amplified or not, "pull 
in" a signal is a popular misconception. An antenna does not 
pull a signal out of air by virtue of its "power." The antenna 
only responds to signals present at the antenna elements. 
Antennas with boosters only amplify these signals. 

Since distance from the broadcast tower is critical to reception 
clarity, remember that TV and FM signals have a range of 
only about 75 miles under the best of atmospheric and geo
graphic conditions. The good reception you get at parks 
located at great distances from broadcastfacilities is probably 
the result of satellite, microwave or other cable distribution 
systems. The antenna on your RV is no competition for these 
very expensive installations. 

In addition, TV and radio frequency interference results from 
the electromagnetic fields produced by electric arc discharge. 
This arcing is found in lightning, vehicle ignition systems, and 
in l2-volt DC (brush type) motors used in power vents and 
furnaces. Note that nearly every DC motor has brushes. Most 
alternating current (AC) motors do not have brushes, and 
therefore do not generate the arcing interference. This is why 
this type of interference is less noticeable in a household 
environment. 

TV ANd RAdio 
INTERfERENCE 
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As the signal diminishes with distance and geographical 
features (mountains, etc.), the effect of electric arc interfer
ence may become more and more noticeable. Eventually, the 
signal will be overcome by the interference. The following 
suggestions can improve reception: 

» Use the "park cable" TV antenna system of your RV in remote 
areas rather than the roof antenna if the campground pro
vides cable hook-up. 

» Turn the television antenna. Sometimes turning the antenna 
will pick up a stronger signal. Try turning or rotating the 
antenna throughout its range. You may find your signal in a 
very unexpected direction. 

» With FM stereo signals, switch the unit to MONO, if possible. 
Some of the phase and noise components of a stereo signal 
will disappear in MONO mode. 

» Reduce the treble setting to reduce background noise. 
Although not yielding the best high-frequency performance, 
at least you may be able to reduce the irritation of the distor
tion and noise. 
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AppliANCES 

You may have additional appliances in your unit which oper
ate only when connected to 120-volt power from either a 
public utility or the generator. 

The removable drain screen which protects the pump from lint 
and foreign matter needs to be cleaned periodically. See your 
Owner's Information Package for more details. 

MisCELLANEOUS 
AppLiANCES 

" WASHER/DRYER 
DRAiN SCREEN 

(OPTIONAL ON 

SELECTED MODELS) 
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MAINTENANCE 

Your motor home has been designed to provide you with 
many years of use with a minimum amount of maintenance. 
This section will familiarize you with the areas of your motor 
home that require scheduled care. Time spent taking care of 
your motor home on a regular basis will pay for itself in 
extended service and will protect your investment. 

If you are mechanically inclined and regularly perform rou
tine maintenance and repairs on your car or truck, you may 
want to do the mechanical work on your motor home yourself. 
If you prefer, your dealer can perform these services for you. 
His trained personnel will assure that your motor home is 
maintained and repaired in keeping with original performance 
expectations. 

This section is intended to provide the owner and operator 
with a general overview of service and maintenance informa
tion for the motor home. Detailed service and maintenance 
information may be found in the owner's/operator's manuals 
contained in the Owner's Information Package. 

While the information in this section is intended to establish 
proper maintenance and inspection procedures, there may be 
times when detailed diagnostic and repair procedures may be 
required. Consult your dealer or an authorized Fleetwood 
Service Center in these situations. 
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MAiNTENANCE 

Some exterior parts of your motor home are made of fiber
glass. The finish on these parts is durable, but not indestruc
tible. Any material and finish will deteriorate in time. Expo
sure to sunlight, moisture and airborne pollutants can cause 
dulling and fading of the finish. Generally, changes in the 
finish due to weathering are cosmetic - they are on the surface 
of the part and do not affect its strength. Weathering can take 
the form of chalking, fading and yellowing. 

The best insurance against these effects is routine maintenance. 
If the finish is not washed and waxed thoroughly, the surface 
can deteriorate very rapidly. The following maintenance guide
lines can help you reduce these weathering effects: 

1. Wash the exterior with a mild soap monthly, at least. Avoid 
strong alkaline cleaners and abrasives. 

2. Wax the exterior at least once a year - twice, if possible -
with a wax formulated for fiberglass. When waxing, always 
read and follow the instructions and precautions on the 
container. Some cleaners and waxes are recommended for 
use on only certain types of surfaces. 

3. In some cases, a light rubbing compound may be required. 
Always follow rubbing compound with a high-quality wax. 

Stains are generally caused by two types of substances - water 
soluble and non-water soluble. Water soluble stains can usually 
be washed away with water and mild detergent. Follow the 
washing with wax. 

Non-water soluble stains are usually oil-based. Removal of 
this type of stain may require the use of highly flammable or 
poisonous solvents. Refer this type of service to your dealer or 
an authorized Fleetwood Service Center. Never use strong 
solvents or abrasives to clean plastic surfaces. 

EXTERioR 

STAiNS 
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Keep moving parts, hinges and latches adjusted and main
tained. Lubricate with a light oil at least once a year. Check 
and tighten the screws holding the windows in place as 
required. Clean screens by gently wiping with a damp cloth 
or soft flat brush. Not all screens are removable. 

Inspect the sealants around doors and windows every three 
months. See Sealant Renewal section. 

Lubricate locksets in doors and exterior storage compart
ments at least annually with powdered graphite. If the motor 
home is located at a beach or is exposed to salt air, more 
frequent lubrication may be required. 

For normal cleaning, standard household detergents or 
cleansers may be used. Use a nonabrasive, common house
hold detergent and plenty of water. Be sure to keep the 
sidewalls wet to reduce streaking. Road tar, tree sap or other 
stubborn stains can be removed with a soft rag and xylene. 

MAiNTENANCE 

WiNdows, DOORS, 

VENTS ANd Locks 

RubbER Roof 
SYSTEM 

CLEANiNG 

WARNING 
Xylene is a flammable liq
uid. Use extreme care 
when handling and using. 
Do not expose to open 
flame, spark or smoking 
material. Do not use in 
unventilated area. 
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MAiNTENANCE 

The rubber roof itself does not require annual coatings or 
additional sealants. Periodic washing with soap and water is 
all that is required. 

The rubber roof material can be cut by sharp objects. Use 
caution when loading sharp articles on the roof. If you add 
accessories or new equipment on the roof, be sure the installer 
is qualified to work on the rubber roof material. This is re
quired under the terms of the warranty. 

Repair kits are available through your dealer. The roof re
quires special adhesives and material. 

The adhesives and sealants used in the construction of your 
motor home were developed to remain waterproof under 
sustained effects of weather and vibration. However, even the 
finest materials will eventually dry out and lose their effec
tiveness under the constant heat of the sun and attack by other 
elements. This section outlines the procedures you must 
follow to maintain the weatherproof integrity of your motor 
home. 

. Your dealer can perform the resealing inspection and work for 
you. Your dealer also has current information on sealants used 
in your motor home, and can recommend the appropriate 
sealants for you if you prefer to do this work yourself. Always 
use the recommended sealants. 

CARE 

WARNING 
The rubber roof material 
is slippery when it is wet. 

SEALANT 

RENEWAL 

.II NOTE 
Failure to seal 'COUld 
cause serious damage 
and will affect your war
ranty coverage . 
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Inspect the sealants around windows and doors at least every 
three months. Also inspect roof vents, other roof components, 
moldings at front and rear caps, and perimeter molding. If any 
of the following defects are evident during inspection, the 
affected areas must be resealed. 

» Excessive amount of sealant protruding from joints. 

» Sealant cracked or peeling. 

» Voids in sealant. 

If you find any of the above defects: 

1. Use a plastic scraper to remove excess sealant. 

2. Clean all areas to be resealed with mineral spirits and clean 

rags. 

3. Make sure that all areas to be resealed are absolutely dry 
before new sealant is applied. 

MAiNTENANCE 

DOOR, WiNdow, 
RooF COMPONENT 

ANd MoldiNq 
RESEAliNq 

til NOTE 
Do not seal the bottom 
flanges of windows and 
doors. Special gaps in 
the sealant have been 
intentionally left in the 
bottom flange to provide 
exterior drainage in the 
event of leakage. 

WARNING 
Mineral spirits is a flam
mable liquid. Use extreme 
care when handling and 
using. Do not expose to 
open flame, sparks, or 
smoking material. Do not 
use in unventilated areas. 
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MAiNTENANCE 

Interior appointments such as draperies, bedspreads, mattress 
covers, upholstery and wall pads are manufactured from high 
quality materials and should be dry cleaned only. Frequent 
vacuuming will keep them free of dust and dirt. Minor spills 
should be cleaned up quickly to avoid staining. The affected 
area should be blotted, not rubbed, to prevent the stain from 
working deeper into the fabric. 

Corian® is a solid surface material that requires little care. 
Routine care involves wiping the surface with a damp cloth to 
remove water marks. For stains, wipe with soapy water or 
ammonia-based cleaners. Remove stubborn stains on the 
"matte/satin" finish with an abrasive cleanser. 

For cleaning laminate surfaces, uses mild dishwashing liquid 
with warm water. Use a soft cloth for both washing and 
drying. 

Do not use abrasive cleaners, steel wool, or gritty cleaners or 
damage will occur to the surface. 

INTERioR 

FAbRics 

WARNING 
Do not use lacquer thin
ner, nail polish remover, 
carbon tetrachloride, 
spot remover, gasoline, 
or naphtha for any clean
ing purpose. These prod
ucts may cause damage 
to the material being 
cleaned, and may be 
highly flammable or 
poisonous. 

CORiAN@ Top 
CARE 

LAMiNATE Top 
CARE 
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The paneling and the ceiling of your motor home may be any 
of several finishes and textures. Never use harsh detergents or 
abrasive cleaners on walls or ceilings. Most surfaces will 
clean with a soft cloth moistened with mild liquid detergent in 
warm water. Do not use large amounts of water which could 
saturate the material. 

Some cleaners attack the plastic causing it to discolor and 
become brittle. The following cleaners have been tested and 
approved when mixed with water: 

» Distilled vinegar 

» Mild dishwasher detergent 

» Liquid deodorizing cleaner. 

Avoid cleaners with any level of abrasives, acetone or MEK 
(methyl ethyl ketone). 

Tile flooring requires only washing and periodic waxing. 
Vacuum carpeting regularly, and clean it with a quality carpet 
cleaner. 

A detailed guide for caring for the wood laminate flooring is . 
included in your Owner's Information Package. The guide 
outlines maintenance procedures and recommends cleaning 
and care products specially formulated for hardwood flooring. 
Be sure to read this guide, and follow all recommendations. 

MAiNTENANCE 

WAlls ANd 
CEiliNG PANELs 

BArf-lTub ANd PLASTic 
ShOWER STAll 

FLoORS ANd 
CARPETiNG 

Wood PLANk FLoOR 
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MAiNTENANCE 

Do not use abrasive cleansers or petroleum-based solvents to 
clean brass faucets, cabinet door pulls, or other brass finished 
fixtures. 

The top of the engine may be accessed from inside the motor 
home for service by lifting or removing the engine cover 
under the bed top. From outside, the rear door may be raised 
to provide engine access. 

WARNING 
The interior engine cover 
is heavy. Use care when 
opening or closing the 
cover. Use the engine 
cover prop to hold the 
cover open. . 

For your convenience, a maintenance checklist is included in 
this manual. Options and accessories usually have their own 
owner/user manuals that often contain added maintenance 
instructions. Consult these manuals as required. 

BRASS COMPONENTS 

ENqiNE ACCESS 

ArWARNING 
When installing the en
gine cover, be sure the 
cover is fully seated on 
the gasket seal andse

. cured by the clamps. Do 
not allow insulation, 
carpeting, or other mate
rial to interrupt the seal 
between the cover and 
the engine compart
ment. If the engine cover 
is not installed correctly, 
engine exhaust gases 
could leak into the 
passenger compartment 
creating a safety hazard. 
If the engine must be run 
with the engine cover 
off for maintenance 
purposes, be sure the 
vehicle interior is ad
equately ventilated. 

MAiNTENANCE 

CllECkLiST 
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Interior 

Driver/Passenger reading light .......................................... GE 1141F, 12-volt 

Dinette decor light .............................................................. GE 1141F, 12-volt 

Bedroom reading lamps .................................................. Jensen 1003, 12-volt 

Wardrobe light ...................................................................... GE 1141, 12-volt 

Bedroom sconce ................................................................... GE 921F, 12-volt 

Bath vanity light ................................................................ 40G16CL, 120-volt 

Fluorescent ceiling lights ...................................... Philips FI5T8/CW, 12-volt 

Sofa decor light .................................................................. GE 114IF, 12-volt 

Exterior 

Headlight, halogen high beam ................................................... GE 9007 12v 

Headlight, halogen high-low beam ............................................ GE 9007 12v 

Turn signal, amber ................................................................... GE 1157A 12v 

Front clearance lights ................................................................ GE 67DP 12v 

Side marker lights ......................................................................... GE 194 12v 

Mirror turn signal lights ............................................................. GE 1895 12v 

Porch lights ........................................................................... Jensen 1003 12v 

Entry step light """"""""""""""""""""""""".""""""""""""" GE 193 12v 

Hood light ..................................................................................... GE 193 12v 

Rear clearance lights ................................................................. GE 67DP 12v 

Back-up lights ............................................................................. GE 1156 12v 

Stop/turn/taillights ..................................................................... GE 1157 12v 

License plate light.. ....................................................... Truck-Lite 19206 12v 

Windshield ........................................................................ 3M #SG-4799 black 

All roof except 
skylight and clearance lights .................................. Uniroyal Silaprene M5260 

Exterior (except roof) ..................................... Ge08ea12300 Tripolymer Clear 

Skylight ................................................................................... Surebond SB 140 

Holding tank threaded black pipe ............................................ Permatex 80726 

All fresh water threaded fittings ........................ Rectorseal #100 virgin Teflon 

All threaded LPG 
black pipe .......................... Rectorseal Slow Dry 5 Soft pipe thread compound 
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MAiNTENANCE 

LAMPS 

ANd 

BuLbs 

EXTERiOR 

SEALANTS 



See Generator Owner's Manual in the Owner's Information 
Package. 

Trailer Hitch Electrical Connector 
(View is looking into the connector on the motor home) 

1 2 

• • 

• • 
3 4 

Terminal Wire Circuit 
No. Color Connection 

1 Yellow Lt. Turn & Stop 
2 Green Rt. Turn & Stop 
3 White Ground 
4 Brown License, Tail, 

Clearance Lights 

MAiNTENANCE 

GENERATOR 

FiLTERS 

TRAILER HITCH 

CONNECTOR 

WIRING 
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MAiNTENANCE 

Wash exterior 

Wax exterior 

Lubricate and adjust exterior locks, hinges and 
window mechanisms 

Lubricate power step mechanism 

Lubricate TV antenna 

Check all exterior sealants, around windows, 
doors, sidewall seams, windshields, lamps, all 
exterior openings and roof components. Re-seal 
if necessary. 

Inspect and clean fuel-fired appliance vents: 
water heater, refrigerator, furnace. 

Inspect and test safety equipment: fire extin-
guisher, LP CO, and smoke detectors, and GFI 
receptacles. 

Service appliances and equipment: refrigerator, 
roof air conditioner, furnace, generator 

Inspect generator exhaust system 

Inspect LPG system Including leak check 

Sanitize fresh water tank 

Clean drapes and interior fabrics 

Check exterior lamp operation 

Chassis service 

Fire extinguisher inspection 

Smoke detector operation 

LPG leak detector operation 

A - Start of season 
B - Each trip or monthly 
C - Every 8 hours 
D - Weekly 
E - Every 3 months 

MAiNTENANCE CItART 

A B C 0 

• 

• • • 
• 
• • 
• • 
• 
• • • • • • • 

• 
• 

F - Every 6 months 
G - Each year 
H - End of season 

E F G 

• 
• 

• 
• 

• 

• • 
• 

• 

I - At specified mileage or interval 

H I 

• • 
• 
• 

• 
• 
• 

J - At specified mileage for heavy duty service 

J 

, 

• 
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MOTOR HOME STORAGE 

STORAGE CltEcidiSTS ............................................... 10,1 

SItORT,TERM STORAGE .............................................. 10,1 

LONG' TERM STORAGE ................................................ 1 0, ~ 

WiNTERizATioN ........................................................ 10,5 

WATER SYSTEM WiNTERiziNq •.••••••...•..•••..••.••..•..•..•••.•.. 10,5 

REACTivATiNG TItE MOTOR HOME AfTER STORAGE .......... 10,9 
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The following checklists will help you perform the steps 
necessary to prepare your motor home for storage. Use the 
checklist that applies to the storage conditions you anticipate. 
These checklists do not inclnde every detail reqnired, and you 
may want to expand them to suit your needs. Contact your 
dealer for additional suggestions suitable to your climate and 
storage conditions, particularly extremes of hot and cold. 

0 , Wash the motor home exterior and underside. Hose off accu
".; 'mulations of mud and road salts. 

0; Thoroughly clean the interior of the niotor home, including 
carpets, counter tops, lavy, tub and shower, and galley. 
Inflate tires to maximum rated cold pressure. 

Park the motor home as level as possible front to rear and side 
to side. Block wheels front and rear, and leave the parking 
brake ON. 

Check the charge in the battery. Recharge as necessary. 

Remove battery cables. Refer to the Chassis Owner's Manual 
for proper removal and installation sequence. Clean terminals, 
top and sides of batteries and battery boxes. Reinstall cables, 
dress with a plastic ignition spray. Use battery disconnect 
switches, if equipped. 

OJ Drain holding tanks, toilet, and fresh water tank. 

o! Turn off water pump and water heater master switches. 
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STORAGE 

STORAGE 

CluckLisTS 

SItORT" TERM 

STORAGE 

(LESS THAN 

60 DAYS) 

WARNING 
The transmission in your 
motor home does not 
have a PARK position. 
Place the transmission in 
neutral (N) and set the 
parking brake when 
parking the motor home. 
When storing the motor 
home, chock the wheels 
and leave. the parking 
brake ON. 



STORACjE 

I"JI Turn off LP gas at tank valve. 

1 ... "Ji Turn off refrigerator and furnace. 

OJ Turn off all range and oven burner valves and pilot valves (if 
.,,",.] eqUIpped). 

OJ Remove all perishables from refrigerator and galley cabinets . 
. co,, Block refrigerator open to reduce odor buildup. An open box 

or tray of baking soda in the refrigerator will help absorb 
odors. 

1 "J! Open closet doors, drawers, and cabinets so air can circulate. 

D~ Close and lock all windows. Be sure vent fan and range hood 
,,,,,", fan sWItches are off. 

0 1 Cover exterior appliance vents (water heater, furnace, range 
•.• .) hood, refrigerator) to prevent insects from getting in. Be sure 

to remove all covering material before using appliances or 
vents. 

0 1 Cap or close holding tank drain, city water inlet and fresh 
.,.,,' water fill spout. 

1 "LJ Turn off all radios, TV s, interior and exterior lights. 

1 ".JI Close curtains andlor mini-blinds, and pull shades. 

Ol Disconnect the 120-volt power cord (shore cord), and store in 
"."". compartment. ' 

D~ Cover tires with cloth, plywood, or aftermarket tire covers. 
""'" Prepare generator. Refer to generator operating manual 

included in your Owner's Information Package. 
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o 
01 

Run the engine for about 15 minutes every 30 days. Turn the 
vehicle air conditioner ON during this run. Check engine oil, 
transmission fluid and coolant levels. 

Refer to the Chassis Owner's Manual for further storage 
procedures and for start up procedures after storage. 

I ,,,J Perform all steps as required for short-term storage. 

I .. "j Run engine to normal operating temperature. Operate air 
conditioner to lubricate compressor seals. Drain engine oil, 
replace filter, refill engine with fresh oil. 

OJ Remove windshield wiper blades and store inside the motor 
••. h" home. 

0' Charge and remove both the vehicle and auxiliary batteries. 
.. ".J Store them in a cool, dry place, and check the charge and 

water level every 30 days. For batteries with removable vent 
caps, check the specific gravity of the electrolyte periodically 
with a hydrometer or boost charge every three months. If the 
specific gravity is being checked, recharge the battery when it 
reaches 1.220. The time it takes the battery to reach 1.220 
depends on its condition and the temperature. The colder the 
storage area, the slower the battery will self-discharge. A 
normal time between charges is three months. 

Remove, clean and replace air conditioner filters. Cover the 
air conditioner shroud(s). 

Cover the windows on the inside with foil, cardboard, paper, 
etc., to reduce curtain, drape, and carpet fading. 

SrORACfE 

LONG"TERM 

STORAGE 
(OVER 60 DAYS) 

"'I NOTE . 
Your motor home is 
equipped with a solar 
battery charger that will 
trickle charge both 
house and automotive 
batteries. The battery 
disconnect switch must 
be ON for the solar 
charger to charge the 
batteries. 
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01 Remove batteries in clocks or other battery-powered devices. 

o During extended periods of storage, fuel may deteriorate due 
,,' to oxidation. This can damage rubber and other materials in 

the fuel system. It may also clog small orifices. Commercially 
available fuel stabilizers may be added whenever actual or 
expected storage periods exceed 60 days. Follow the additive 
manufacturer's instructions. Operate the vehicle regularly 
during the storage period to mix and circulate the anti -oxidant 
agent throughout the fuel system. 

Ol Refer to the Chassis Operator's Manual for procedures on 
, ,j extended vehicle storage. 

Ol Check tire inflat~on p~essures every 30 days. Maintain maxi
"",.A mum rated cold mfiatlOn pressure. 

OJ Check the sealant around all roof and body seams and win
.",,1 dows. Reseal if necessary. See Sealant Renewal section. 

o Lubricate all locks and hinges as described in the Mainte
., "..1 nance chapter. 

1 .. ",,11 Remove high grass or weed growth. 
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SroRAqE 

Thoughtful planning and preparation for the winter season can Wi NTERizATioN 
help eliminate equipment failures and breakdowns, and can 
extend the life of your motor home and its systems. Your 
dealer can advise you concerning specific winterization 
procedures and products for your climate area or the areas 
through which you will be traveling. Your dealer may also 
provide winterization service for all appliances and systems in 
the motor home. The following is a check list if you prefer to 
perform these procedures yourself: 

0 1 Check engine coolant level and antifreeze protection. Drain 
~",J and flush engine cooling system and add antifreeze to protect 

the system to the lowest expected storage temperature or at 
least _20" F. 

o! Service and winterize the generator (if equipped) as outlined 
."" in the generator operating manual included in your Owner's 

Information Package. 

Oi ~interize the LP gas system. Your LP dealer or service station 
" .... , will perform this for you. 

D. ; Winteriz~ all appliances as outlined in the individual 
.. " •. operator s manuals. 

I.,jl Remove snow accumulations as often as possible. 

OJ Be sure the fuel remaining in the tank is "winter blend", or 
,.j add an appropriate amount of non-gelling fuel additive. 

I •. ,w~ Read this section completely before performing winterization. 

D~ Remove wa~er purifier filter cartridge, if equipped, and install 
-.. ) the wmtenzmg plug. 

.II NOTE 
Store your diesel·pow
ered motor home with 
the fuel tank full of fuel. 

WATER SYSTEM 
WiNTERiziNG 
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o ..... J Drain the fresh water tank by opening the cold low point drain 
valve located inside the basement utility compartment. Leave 
the valve open. 

OJ Turn water pump on (12-volt power must be on). Open a cold 
.u ... ~ water faucet. When the flow of water stops, turn the pump off. 

Id ... J Open water faucets, then op~n the low point drain valves on 
. the HOT and COLD water pipes. Leave these valves open. 

(See Plumbing chapter). 

Drain the water heater by opening the drain plug at the bottom 
of the heater and the safety valve at the top. 

0 1 Disconnect washer HOT and COLD lines and drain (washer/ 
",.M dryer option only). . 

01 Run washer through the spin cycle with lines disconnected to 
". J. remove water from the washer (washer/dryer option only). 

I,., Jj Flush the toilet. Operate toilet sprayer, if equipped. 

01 Drain the showerhead by opening the valve. Let all water 
_.,." drain out the tub spout. Leave the valve open. 

O! When each faucet has been drained, close all faucets, water 
...... ! line drain valves and the fresh water tank drain valve. Install 

the water heater plug and close the safety valve. 

o~ Drain the w~ste water sys~em by following the n.ormal proce
...... , dure for drallllllg the holdlllg tanks. (See Plumbmg chapter). 

OJ Apply silicone lubrication to the knife valve actuator rod(s). 
, ••.•. 1 Be sure ALL water from ALL piumblllg fixtures has been 

drained. 

TION 
Draining the water sys
tem alone will not pro
vide adequate cold 
weather protection. If the 
motor home is to be un
heated during freezing 
temperatures, consult 
your dealer for the best 
winterizing procedure for 
your climate. Your dealer 
can winterize your motor 
home for you or can 
supply you with one of 
the special antifreezes 
which are safe and ap
proved for use in RV wa
ter systems. Follow the 
instructions furnished 
with the antifreeze., 

WARNING 
Do not use automotive or 
windshield washer anti
freeze in the motor home 
water system. These so
lutions may be harmful if 
swallowed. 
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OJ Close holding tank drain valves, low point drain valves and 
" ., j fresh water tank drain valve, 

D! Pour approximately five gallons of approved non-toxic anti
freeze into the fresh water tank, 

O! Turn the water pump master switch ON, 
""",j 

Ol 

o 
01 

Open each cold water faucet, run the water pump and let 
about a cup of antifreeze solution flow continuously through 
each faucet. Close each cold water faucet. 

Flush the toilet until the antifreeze solution flows continu
ously, Release flush mechanism, 

Winterize the water heater according to the instructions 
provided with the water heater operating manuaL Winterize 
the hot water lines by opening each hot water faucet, allowing 
antifreeze solution to flow continuously, and then close each 
faucet. This will require considerably more antifreeze solu
tion, and you may choose to do this step before winterizing 
the cold water lines so you can recycle the solution, 

0" When filling the plumbing systems with antifreeze, be sure to 
.""J open and operate all fixtures and valves allowing the anti

freeze solution to flow freely, 

Ol Pour one cup of antifreeze solution down each drain, (Tub/ 
""'."'~ shower, galley sink, bathroom sink, washer P-trap) 

I d""I! Install all protective caps: 

Water tank fill 

City water Inlet cap 

Waste tank drain outlet cap 
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NOTE 
A bypass valve (see Wa
ter Heater Bypass 
Valve section in the 
APPLIANCE chapter) 
allows the user to by
pass the water heater -
allowing it to be drained 
- to reduce the amount 
of antifreeze required to 
winterize the fresh water 
system, 



STORAGE 

0 1 If your refrigerator is equipped with an ice maker, winterize it 
"d as follows: 

1 , Shut off the water supply valve to the ice maker, 

2, Place a shallow pan under the water solenoid valve, 

3, Remove the inlet fitting to the ice maker water solenoid 
valve, Drain the water from the supply line, 

4, Remove the plastic nut and water line from the outlet side 
of the water solenoid valve, Drain water from the line, 

5, Cycle the ice maker several times while blowing com
pressed air through the water solenoid valve. Be sure all 
water is out of the solenoid. NOTE: Up to 40 PSIG air 
pressure can be used to clear the valve. 

6. Reconnect and tighten the lines on the solenoid valve. 
Leave the water supply turned off until temperatures are 
above 32 degrees F.lO degrees C, 

7. Dry out the ice maker mold assembly with a soft cloth. 
Place the bail arm to the UP/OFF position. 
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If the motor home was properly and carefully prepared for 
storage, taking it out of storage will not be difficult. The 
following procedure check list assumes that you stored the 
motor home with care. If you didn't, and extensive freeze 
damage or other serious deterioration has occurred, please 
consult your dealer or an authorized Fleetwood Service Cen
ter for advice. 

Thoroughly inspect the outside of the vehicle. Look for ani
mal nests in wheelwells, under the hood, in air cleaner or in 
other out of the way places. 

Remove all appliance vent, ceiling vent and air conditioner 
coverings. Be sure all furnace, water heater, and refrigerator 
openings are clear and free of debris or insect nests, webs, etc. 

Open all doors and compartments. Check for animal or insect 
intrusion, water damage, or other deterioration. 

Refer to the Chassis Owner's Manual for procedures on 
reactivating the vehicle after storage. 

Check all chassis fluid levels - engine oil, engine coolant, 
power steering fluid, transmission fluid, rear axle oil. 

Check charge level in batteries. Refill and recharge as neces
sary. Reinstall batteries if necessary. Be sure cable ends and 
terminals are clean and free of corrosion. 

Check tire pressures. Reinflate to specified cold pressure. 
Remove covering from inside windows. Open vents and 
windows for ventilation. 
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STORAljE 

Oi Be sure engine instruments indicate proper readings. 
.• .•. Run engine up to operating temperature. Shut engine 

down. Check all fluids. Top up if necessary. 

0 1 During engine run, check the operation of headlights, 
.,.,j tail-lights, turn signals, backup lights, clearance lights, 

license plate light, emergency flashers. Check the 
exhaust system for leaks or deterioration. Operate the 
vehicle air conditioner. If air conditioner does not 
work, or unusual sounds occur, have the system 
checked by a qualified air conditioner technician. 

0 1 Drain, flush, and sanitize the fresh water system as 
..•. c.,.,., outlined in the Plumbing chapter. Inspect the drain 

hose for leaks. Replace if necessary - repairs are 
usually not effective. 

I,., .. J Install a new water filter cartridge (if equipped). 

o Operate all faucets and fixtures in the fresh water 
, system. Check for leaks at all joints and fittings. 

Repair if necessary. 

I.""J Check 12-volt circuit breakers and inspect fuses. 

O! Operate all 12-volt lights and accessories . 
..•.... J 

I".J Install new batteries in battery-operated devices. 

OJ Check operator's manual for each device for addi
..... ,1 tional requirements. 

I,,,.JI Test carbon monoxide, LP gas and smoke detectors. 

l.onJ! Check monitor panel operation. 
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OJ Open and operate vents and vent fans, including the range 
"",," hood fan. 

o! Inspect the 120-volt electrical system - power cord, converter, 
•.... , inverter, all outlets, and any exposed wiring. If defects are 

found, refer service to your dealer or an authorized Fleetwood 
Service Center. 

01 Prepare the generator for operation following instructions in 
. ,,", the generator operating manual in your Owner's Information 

Package. 

0 1 Start and run generator. Check the generator exhaust system 
" •. ".1 for leaks or deterioration. 

Ol Operate I~O-volt. ~ppliances and air conditioners. Be sure to 
•..... ,,~ uncover air condItioner shroud(s). 

Oi Inspect the LP gas system and check for leaks as described in 
, .. ~ the LP Gas System chapter. If the LP tank shows signs of rust 

or corrosion, have it inspected by a qualified LPG technician. 

Oi Operate each LP gas appliallce. Observe all burner/pilot 
•.•.. flames for proper color and size. In any case, have the LP gas 

regulator adjusted for proper pressure by a qualified techni
CIan. 

01 Inspect and clean the interior. 

OJ Check the sealant around all roof and body seams and win
.,. dows. Reseal if necessary. See Sealant Renewal section. 

01 Lubricate all exterior locks, hinges, and latches. 
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OJ Reinstall windshield wiper blades. Check wiper/washer 
.' operatIOn. 

Oi Wash and wax the exterior. Inspect the body for scratches or 
'",.. other damage. Touch up or repaIr as necessary. Flush the 

underside thoroughly. 

0 1 Run thorough operational checks of steering, brakes, engine 
''") and transmission. Operate vehicle slowly during these checks 

to allow sufficient circulation of fluids and reseating of com
ponents. 

Your motor home should now be ready for a new traveling 
season. If you choose, your dealer can double check your 
preparation and correct any defects or make any necessary 
adjustments. 
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AC INIIERTER - An electronic device that changes 12-volt DC energy 
from the batteries to 120-volt 6O-cycle, AC energy to operate 
microwave ovens, TVs, VCRs, or other appliances that 
require 120-volt 60-cycle power. 

BElTEd SEATiNCi posiTioNs - These are seats with seat belts. These seats 
define the legal passenger carrying capacity of the motor 
horne. Anyone riding in the motor horne mnst nse one of 
these seats any time the motor horne is in motion. 

BlAck WATER TANk - The water tank in your plumbing system that is 
designed to contain waste water from the toilet ONLY. 

CAUTION - Any statement in this Owner's Manual that, if not fol
lowed, could result in damage to the vehicle or components. 

ChAssis OPERATOR'S MANIIAI- This is the operating and maintenance 
manual supplied by the chassis manufacturer. It is part of 
your Owner's Information Package. It contains information 
on operating and maintaining the engine, transmission, 
drivetrain and other components of the motor home chassis. 

DC CONIIERTER - An electronic device that changes 120-volt AC energy 
from the main power connection or the generator to 12-volt 
DC energy to operate the 12-volt interior lights or other 12-
volt DC appliances or accessories. 

DIACNOSTIC COdES - Features of the electronic transmission 
control that will help you troubleshoot and/or monitor 
specific operating conditions of the transmission. 

DIACNOSTIC ModE BIITTON - Pressing this button will display the 
electronic transmission codes on the transmission shifter 

display panel. 

GLOSSARY 
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DOORSidE - The right side of the motor home from the driver's point of 
view. So named because the main entry/exit door is usually 

on this side. 

ECU (ELECTRONic CONTROL UNiT) - The electronic "brain" of the 

transmission. It controls the transmission. 

ENqiNE OVERSPEEdloVERREViNq - Exceeding the specified RPM of the 
engine. 

ENqiNE bLock HEATER - An electrical device attached to the motor home 
engine that will help you start the engine in very cold 
weather. It warms the oil in the crankcase allowing the engine 
to turn over more easily. 

FIN (FLEETwood IdENTiFicATioN NUMbER) - This is the number that 
identifies your motor home as a Fleetwood product. Use this 
number when ordering parts or requesting warranty service 

for your motor home. 

FuEl STAbiliZER - A chemical additive that helps to keep the diesel fuel 
in the tank fresh and volatile during long storage periods. 
Also known as "anti-oxidant." 

CA WR (OROSS AxLE WEiqHT RATiNq) - The maximum allowable 
weight a specific axle and brake system is designed to carry. 
Each axle has its own GAWR. When you add the GAWRs, 

they will not necessarily add up to the GVWR. The GAWR is 
also shown on the Federal certification tag posted on the left 
interior sidewall near the driver's station. 

CCWR (CROSS COMbiNEd WEiqHT RATiNq) - The maximum 
allowable combined weight of the fully equipped and loaded 
motor home (including passengers, all cargo, fluids, etc.) plus 

the weight of any fully loaded towed load (such as a trailer, 
boat, or automobile). The Gross Combined Weight Rating 
(GCWR) is listed on tbe wardrobe door tag. If the towed uuit 
is uot equipped with brakes that are actuated with the 
motor home brakes, this number may be lower. The allow
able weight of a non-brake equipped towed unit is listed in 
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the Chassis Owner's Manual. Exceeding the GCWR will 
cause damage to your motor home drivetrain or chassis, 
unstable driving and handling characteristics, and will reduce 
your warranty protection. 

GEAR PRESElECTiON - The selection of a lower gear to match the driving 
conditions you encounter or expect to enconnter. Preselection 
will give you better control on slick or icy roads and on 
downgrades. Downshifting to lower gears increases engine 
braking. The selection of a lower gear often prevents cycling 
between a gear and the next higher gear on a series of short 
up-and-down hills. 

GFCI (GROUNd FAULT CiRCUiT INTERRUpTER) - An electrical device 
attached to the bathroom AC circuits that disconnect the 
outlet if a problem occurs in the ground circuit. 

GRAy WATER TAN/' - The water tank in your plumbing system that is 
designed to contain waste water from the sinks and shower 
drains ONLY. No toilet wastes go into this tank. 

GTW (GROSS TowiNG WEiG/IT) - The maximum allowable loaded 
weight that this motor home has been designed to tow and 
brake. This cannot be increased by changing the trailer hitch. 
The GTW is listed on the wardrobe door tag. 

GVWR (GRoss VEhiclE WEiGhT RATiNG) - The maximum allowable 
load that this motor home was designed to carry. Modifica
tions to your motor home, such as installing bigger tires or 
changing spring load capacities, will not in any way increase 
this weight rating. The GVWR is shown on the Federal 
certification tag posted on the left interior sidewall near the 
driver's station. 

MONiTOR PANEl - An electronic device that allows you to conveniently 
measure the approximate levels in the fresh water, gray and 
black water tanks. You can also check the charge in the 
battery. 
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MTW (MAXiMVM TONqVE WEiqhT) - The maximum vertical load that 
the towed load (such as a trailer or auto dolly) applies to the 
hitch of the motor home. The MTW is listed on the wardrobe 
door tag. 

No. 1 DiEsEl FvEl - Diesel fuel with lower viscosity and heat value 
than #2 diesel. It is sometimes blended with #2 diesel fuel for 
cold weather use. 

No.2 DiEsEl FvEl - Diesel fuel sold for over-the-bighway use. This 
grade is specified for the engine in your motor home and will 
give optimum performance. 

NOTE - A statement or instruction in this Owner's Manual with infor

mation to help you use the vehicle or equipment more 
efficiently, such as a tip. 

OWNER'S INFoRMATiON PAckAqE - This is a package of papers, manu
als, warranty and instruction cards, and other material put 
together for you by the motor home manufacturer. These 
materials contain operating and maintenance instructions for 
most of the components and appliances in your motor home. 

OWNERCARE CARd - The plastic "credit card" style card that has your 

name and vehicle ID (FIN) embossed on it. Use this card 
when you request or need warranty service. Please note that 
this is NOT a credit card. You cannot purchase anything with 
it. It is used only to identify you and your motor home. 

PARk CAblE - The F-style video connector that allows you to connect to 

an outside television signal source, such as the cable TV feed 
at an RV park, or any other 75-ohm video source. This 
connector usually carries an RF modulated signal. 

PARMciTy WATER CONNECTiON - The "garden-hose" style connector that 

allows you to connect to an outside pressurized water source. 
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POWER/ShoRE CORd - This is the main power cord coming into your 
motor home electrical system. You connect it to l20-volt AC 
power at a park or campsite. 

PREddivERY INSPECTioN - This is the procedure required by the motor 

home manufacturer that your dealer performs before you take 
delivery of the motor home at the time of sale. 

ROAdsidE - The left side of the motor home from the driver's point of 

view. So named because, at least in North America, the 
"road" outside the vehicle is usually on this side. 

SUMMER bLENd FuEl - Diesel fuel formulated for use during warm 
weather. 

UVW (UNLoAdEd VEhiclE WEiqhT) - The calculated weight of the 
motor home, as built at the factory with full fuel, engine oil 
(and other engine/drivetrain fluids) and LP gas. The UVW 
does not include cargo, fresh water, holding tank contents, 
passengers, or accessories installed by the dealer. The UVW 
is listed on the wardrobe door tag. 

VIN (VEhiclE IdENTiFicATioN NUMbER) - The legal vehicle identifica
tion number as shown on the vehicle registration certificate. 

WARNINC - A statement or instruction in this Owner's Manual that, if 
not followed, could lead to personal injury. 

WiNTER blENd FuEl - Diesel fuel formulated for use in cold weather. 
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